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Bl Model No. B2E155-075A-AA10

AC Backward Curved Centrifugal Fan
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B Technical data

B Air performance

a.
o I
& s
Supply 230 VAC -
Frequenc 50 Hz -
quency 300
Current draw 0.24 A .
Power input 32W =
225
Speed 2650 min" o T
Capacitor 1.0 pF < T
Sound pressure level 61dB 150 - —~—
Degree of protection P44 - S
Working temperature -30 ~ +60°C .
Insulation class F R s | | | | | N~ |
Impeller material PA66 45 90 135 180 225 270 [CFM]
0 75 150 225 300 375 450 [m3/h]
B Product drawing
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Bl Model No. B2E175-063A-AA00

AC Backward Curved Centrifugal Fan
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2015 ready Verified
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B Technical data B Air performance
CY
Supply 230 VAC .
Frequenc 50 Hz -
quency 300
Current draw 0.24 A o
Power input 52W =
. 225
Speed 2500 min” .
Capacitor 1.5 uF <
Sound pressure level 64 dB 150 .
Degree of protection P44 . S
Working temperature -30 ~ +60 °C
Insulation class F N s
Impeller material PA66 a5 % 135 180 225 270 [ChM)]
0 » 75 150 225 300 375 450 [m?/h]

B Product drawing
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Bl Model No. B2E175-063A-TAOO

AC Backward Curved Centrifugal Fan

COMPLIANT
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2015 ready ':

B Technical data |
Step | Step Il Step I

Supply 230 VAC
Frequency 50 Hz 200
Current draw 0.25A 020 A 018 A
Power input 52W 45 W 42 W 22
Speed 2530 min? 2150 min® 1850 min"’
Capacitor 1.5 pF 150
Sound pressure level 64 dB 60 dB 55dB -
Degree of protection P44
Working temperature -30 ~ +60 °C .
Insulation class F
Impeller material PA66

B Product drawing
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45 90 135 180 225 270 [CFM]
0 » 75 150 225 300 375 450  [m?/h]
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Bl Model No. B2E180-049A-AA00

AC Backward Curved Centrifugal Fan
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2015 ready Verified

COMPLIANCE

B Technical data

B Air performance

_ Q9
Supply 230 VAC .
Frequency 50 Hz 200 T
Current draw 024 A . T~
Power input 52W = T~
225
Speed 2550 min" .
Capacitor 1.5 uF .
Sound pressure level 63 dB 150 .
Degree of protection P44 - s
Working temperature -30 ~ +60 °C
Insulation class F R s
Impeller material PA66 pa % 3 180 235 270 M)
0 75 150 225 300 375 450  [m?/h]
B Product drawing
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Bl Model No. B2E180-049A-TA0O

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data
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COMPLIANCE

B Air performance

o
a

[in H,0]

Step | Step Il Step I .
Supply 230 VAC - Step
300
Frequency 50 Hz . T~
Current draw 0.23A 019 A 018 A - Step |1
225
Power input 52W 42 W 40 W
Speed 2560 min" 2200 min" 1900 min’ 5 IR Seep i
Capacitor 1.5 puF 120 S~
Sound pressure level 63 dB 59 dB 55dB °
P - \ \
Degree of protection P44 ~
Worki -30 ~ +60 ° s
orking temperature 30 ~ +60 °C . | | | \7\ | \ |
Insulation class F 45 90 135 180 225 270 [CFM]
Impeller material PAG6 o B 150 225 300375 450 [me/h]
B Product drawing
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Bl Model No. B2E190-063A-AA00

AC Backward Curved Centrifugal Fan
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°°°°° 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
_ Q9
Supply 230 VAC .
Frequenc 50 H -
auency ‘ 300
Current draw 027 A .
Power input 60 W =
. 225

Speed 2500 min” .

Capacitor 2.0 uF .

Sound pressure level 65 dB 150 .

Degree of protection P44 - s

Working temperature -30 ~ +60 °C

Insulation class F R s

Impeller material PA66 60 120 180 240 300 360 [CFM]

0 100 200 300 400 500 600 [m?/h]
B Product drawing
Rotation
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Bl Model No. B2E190-063A-TA10

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data
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2
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M

Step | Step Il Step I
Supply 230 VAC
Frequency 50 Hz
Current draw 0.28 A 0.23A 022 A
Power input 60 W 48 W 45W
Speed 2500 min? 2000 min? 1650 min"
Capacitor 2.0 pF
Sound pressure level 65 dB 60 dB 54 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material PA66

B Product drawing
§8.541
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B Air performance
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1,35

300 Step il
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75 \\
g N
N N \
60 120 180 240 300 360  [CFM]
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Bl Model No. B2E220-064A-AC00

AC Backward Curved Centrifugal Fan

. C€ [AEP B [

ccccc 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
_ Q9
Supply 230 VAC
Frequenc 50H -
quency ‘ 400
Current draw 0.41A
Power input 90W -
. 300
Speed 2500 min”
Capacitor 2.5 pF -
Sound pressure level 70 dB 200 \
Degree of protection P44 100 °
Working temperature -30 ~ +60 °C
Insulation class F R °
Impeller material PA66 % 180 270 360 450 540 [CFM]
0 150 300 450 600 750 900 [m?/h]
M Product drawing
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Bl Model No. B2D220-064A-ACCO

AC Backward Curved Centrifugal Fan

REACH 4
ﬂ/ c € I~/| ErP mm (Cis
RoHS 2015 ready |l

COMPLIANT

B Technical data B Air performance
_Q
Supply 3x400 VAC
Frequenc 50H -
quency ‘ 400
Current draw 017 A
Power input 85W -
. 300
Speed 2500 min”
Capacitor - -
Sound pressure level 70 dB 200 \
Degree of protection P44 100 °
Working temperature -30 ~ +60 °C
Insulation class F R °
Impeller material PA66 % 180 270 360 450 540 [CFM)
0 150 300 450 600 750 900 [m?/h]
M Product drawing
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Bl Model No. B2E220-064A-TCOO

AC Backward Curved Centrifugal Fan
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ccccc 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
o
Step | Step Il Step i Step |
Suppl 230 VAC TING T
PPY 400
Frequency 50 Hz
Current draw 0.44 A 0.40 A 0.40 A -
300
Power input ISW 0W 88 W
Speed 2500 min? 2300 min? 2000 min” -
Capacitor 2.5 pF 200
Sound pressure level 70 dB 67 dB 64 dB 100 <
Degree of protection P44
Working temperature -30 ~ +60 °C R °
Insulation class F 540 [CFM)
Impeller material PAG6 0 > 150 300 450 600 750 900 [m*/h]
M Product drawing
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Bl Model No. B4E220-064A-ACCO

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data

B Air performance

[in H,0]

©
a

Supply 230 VAC
Frequenc 50H
quency ‘ 200
Current draw 0.23A
Power input 40 W °
150
Speed 1420 min" . ~
Capacitor 1.5 uF ° ~—_
Sound pressure level 52 dB 100 T~
Degree of protection P44 5 < ™~
Working temperature -30 ~ +60 °C
Insulation class F LC \
Impeller material PA66 60 120 180 240 300 %0 [CPM]
0 » 100 200 300 400 500 600  [m?/h]
M Product drawing
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Bl Model No. B4D220-064A-ACCO

AC Backward Curved Centrifugal Fan

ccccc 2015 ready Verified
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COMPLIANCE

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 0.08 A
Power input 38W
Speed 1400 min”
Capacitor -
Sound pressure level 52 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material PA66

M Product drawing

0245 4045 o3

11

B Air performance

o
a

[in H,0]

e |
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\
50 ~~
66 1210 TE;O 2110 3(;0 330 [CFM]
0 » 100 200 300 400 500 600  [m/h]
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Bl Model No. B2E225-089A-AEQO

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data B Air performance
9
Supply 230 VAC
Frequenc 50 Hz N
quency 600
Current draw 0.60 A
Power input 135W N
. 450
Speed 2600 min” ~
Capacitor 4.0 uF -
300 ™~
Sound pressure level 74 dB
Degree of protection P44 °
150
Working temperature -30 ~ +60 °C
Insulation class F L
Impeller material PA66 120 240 360 480 600 70 [chM)
0 » 200 400 600 800 1000 1200 [m?/h]

M Product drawing

9911 Rotation
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Bl Model No. B2D225-089A-AEQ0

AC Backward Curved Centrifugal Fan

. C€ AErP ﬁ te

ccccc 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
g
Supply 3x400 VAC
Frequenc 50 Hz N
9 Y 600
Current draw 0.23A
Power input 135W “
. 450
Speed 2600 min” ~
Capacitor - -
300 ~
Sound pressure level 74 dB
Degree of protection P44 <
150
Working temperature -30 ~ +60 °C
Insulation class F L
Impeller material PA66 120 240 360 480 600 70 1chM)
0 » 200 400 600 800 1000 1200 [m?/h]

M Product drawing

9941
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Bl Model No. B2E225-089A-TEQO

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data

[Pa]
[in H,0]

Step | Step Il Step lll
Supply 230 VAC 600 Seep |
Frequency 50 Hz N
Current draw 060A  O054A  052A 450  |<Seepli>
Power input 125 W 120 W Nn5W 2 | Sten il T~
Speed 2630 min® 2500 min? 2290 min?' 300 ™~
Capacitor 4.0 pF o
Sound pressure level 74 dB 70 dB 66 dB 50 —~— ™~
Degree of protection IP44 T —
Working temperature -30 ~ +60 °C . ¢ T~
Insulation class F 120 240 360 480 600 [CFM]
Impeller material PA66 0 » 200 400 600 800 1000  [m?/h]
M Product drawing
9911 Rotation
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Bl Model No. B4E225-089A-AC00

AC Backward Curved Centrifugal Fan

ccccc

B Technical data
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B Air performance

g
Supply 230 VAC
Frequenc 50 Hz °
9 Y 200
Current draw 0.21A
Power input 45W °
150
Speed 1420 min” \\
Capacitor 1.5 uF o ~—
Sound pressure level 54 dB 100 T~
Degree of protection IP44 °
g P % ™
Working temperature -30 ~ +60 °C
Insulation class F LC
Impeller material PA66 50 120 180 240 300 360 [cFM)
0 » 100 200 300 400 500 600  [m?/h]
M Product drawing
4-g4.5 99+1 Rotation
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Bl Model No. B4D225-089A-AC00

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 013 A
Power input 45W
Speed 1420 min"
Capacitor -
Sound pressure level 54 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material PA66

M Product drawing

4045

991

B Air performance
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Bl Model No. B2E250-077A-AEQO

AC Backward Curved Centrifugal Fan
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2015 ready Verified

COMPLIANCE

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.60 A
Power input 135W
Speed 2450 min”
Capacitor 4.0 uF
Sound pressure level 74 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material PA66

M Product drawing

2240

9941

4945

B Air performance

[in H,0]

o
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wn \
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150 \

- t t t t t 1\
120 240 360 480 600 720 [CFM]
0 > 200 400 600 800 1000 1200 [m?/h]
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Bl Model No. B2D250-077A-AEQ0

AC Backward Curved Centrifugal Fan

ccccccccc

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 0.32A
Power input 160 W
Speed 2450 min”
Capacitor -
Sound pressure level 74 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material PA66

M Product drawing
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B Air performance
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Bl Model No. B2E250-077A-TEQO

AC Backward Curved Centrifugal Fan

REACH
v C€ EP B [
RoHsS 2015 ready Verified
B Technical data
Step | Step Il Step lll
Supply 230 VAC
Frequency 50 Hz
Current draw 0.62 A 0.58 A 0.56 A
Power input 130 W 125W 120 W
Speed 2650 min?' 2400 min? 2150 min"
Capacitor 4.0 pF
Sound pressure level 76 dB 70 dB 65 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material PA66
M Product drawing
9911
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B Air performance
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Bl Model No. B4E250-077A-ACCO

AC Backward Curved Centrifugal Fan

ccccccccc

B Technical data B Air performance
=z T
Supply 230 VAC .
Frequenc 50 Hz -
Curcrlent d):'aw 0.28 A 200
Power input 53W ¢
Speed 1400 min” 120 . \\
Capacitor 2.0 uF °
Sound pressure level 61dB 100 \
Degree of protection P44 5 °
Working temperature -30 ~ +60°C
Insulation class F N °
Impeller material PA66 % 180 270 360 450 540 [CFM]
0 » 150 300 450 600 750 900  [m?/h]

M Product drawing

4-94.5 891 Rotation

2240

0162.5
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Bl Model No. B4D250-077A-ACCO

AC Backward Curved Centrifugal Fan

ccccc

ErP BN (B

2015 ready Verified

COMPLIANCE

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 015A
Power input 53 W
Speed 1400 min”
Capacitor -
Sound pressure level 61dB
Degree of protection P44

Working temperature -30 ~ +60 °C

Insulation class

F

Impeller material

PA66

M Product drawing

2240

4045

B Air performance
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Bl Model No. B2E250-080A-AEQQ

AC Backward Curved Centrifugal Fan

. CE HAEP

COMPLIANT

2
N |LAB
A | Verified
M

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 07A
Power input 155 W
Speed 2500 min”
Capacitor 4.0 uF
Sound pressure level 76 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

B Product drawing

9941

B Air performance
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Bl Model No. B2E250-080A-AECO

AC Backward Curved Centrifugal Fan

¢ CE€ [4ErP S Be

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 0.31A
Power input 150 W
Speed 2450 min”
Capacitor -
Sound pressure level 76 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

B Product drawing

9941

4045
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B Air performance
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Bl Model No. B4E250-080A-ACCO

AC Backward Curved Centrifugal Fan

Vs CE |~/| ErP mm |L§X_B
RoHS 2015 ready |y L Verified

COMPLIANT

B Technical data B Air performance
=z T
Supply 230 VAC .
Frequenc 50 Hz °
Cu:ent d):aw 024 A 200
Power input 50 W 8 —
Speed 1400 min” 120 ~—
Capacitor 2.0 pF ¢
Sound pressure level 68 dB 100 \
Degree of protection P44 5 °
Working temperature -30 ~ +60 °C
Insulation class F N °
Impeller material galvanised % 180 270 360 450 540 [CFM)
sheet steel 0 » 150 300 450 600 750 900  [m/h]

B Product drawing

4-04.5 901 Rotation

0240 80

S oo

2 S
i 31

2L 2

[

www.aflmotors.com @L

[28]



Bl Model No. B4D250-080A-ACCO

AC Backward Curved Centrifugal Fan

¢ C€ HAErP B &

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
= &
Supply 3x400 VAC .
Frequenc 50 Hz °
Cu:ent d):aw 015A 200
Power input 50 W ¢ —
Speed 1450 min" 120 ~—
Capacitor - ¢
Sound pressure level 68 dB 100 \
Degree of protection P44 5 °
Working temperature -30 ~ +60 °C
Insulation class F N °
Impeller material galvanised % 180 270 30 450 540 [cPM)
sheet steel 0 » 150 300 450 600 750 900  [m/h]

B Product drawing

4-04.5 9921 Rotation
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B Model No. B2E250-

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data

T00A-ANOO

B Air performance

[in H,0]

o
a

Supply 230 VAC —
Frequency 50 Hz 400 T~
Current draw 12A
Power input 290 W N
. 450
Speed 2650 min"
Capacitor 6.0 pF - \
Sound pressure level 76 dB 300 \\
Degree of protection IP54 ° N
150
Working temperature ~ -30 ~ +60 °C \
Insulation class F L
Impeller material sheet aluminium 180 360 540 720 500 1080 [CFM]
0 » 300 600 900 1200 1500 1800  [m?/h]
M Product drawing
1404
2259 6-04.5 100 Rotation
. 60
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Bl Model No. B2D250-100A-ANOO

AC Backward Curved Centrifugal Fan

. C€ AErP ﬁ te

ccccc 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
9
Supply 3x400 VAC —
Frequency 50 Hz €00 - ~—
Current draw 09A
Power input 290 W N
. 450
Speed 2800 min"
Capacitor - - I
300 \\
Sound pressure level 77 dB \\
Degree of protection IP54 ° \\
150
Working temperature ~ -30 ~ +60 °C \
Insulation class F L
Impeller material sheet aluminium 180 30 540 730 900 1080 [CFM]
0 » 300 600 900 1200 1500 1800  [m?/h]

M Product drawing
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2259 6-04.5 100 Rotation
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B Model No. B2E280-071A-AG00

AC Backward Curved Centrifugal Fan

v

RoHS

COMPLIANT

g

B Technical data

Z ErP

2015 ready ':

R 4
N (LAB
A | Verified
M

B Air performance

5
Supply 230 VAC
Frequency 50 Hz 400 -
Current draw 11A
Power input 230 W N
450
Speed 2450 min”
Capacitor 6.0 yF .
Sound pressure level 79 dB 300
Degree of protection P44 50 °
Working temperature -30 ~ +60 °C
Insulation class F L
I I cerial galvanised 180 360 540 720 500 1080 [CFM]
mpefler matenia sheet steel 0 » 300 600 900 1200 1500 1800 [m%/h]
B Product drawing
106.5¢1 Rotation
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COMPLIANCE

B Technical data

Bl Model No. B2D280-071A-AG00

AC Backward Curved Centrifugal Fan

B Air performance

g
Supply 3x400 VAC N
Frequency 50 Hz 600 -
Current draw 0.6A
Power input 200 W “
450
Speed 2500 min”
Capacitor 6.0 pF -
Sound pressure level 79 dB 300
Degree of protection P44 50 <
Working temperature -30 ~ +60 °C
Insulation class F L
I I cerial galvanised 180 360 540 720 900 1080 [CFM]
mpelier materia sheet steel 0 » 300 600 900 1200 1500 1800  [m?/h]
B Product drawing
106.5¢1 Rotation
2280 @‘«% 2260 71481
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Bl Model No. B4E280-110A-AECO

AC Backward Curved Centrifugal Fan

. CE AErP i B

RoHS 2015 ready ol

COMPLIANT

B Technical data

B Air performance

g
Supply 230 VAC "
Frequenc 50 Hz -
quency 300
Current draw 0.38A .
Power input 80 W =
. 225
Speed 1350 min” L~
Capacitor 3.0 pF ° ~—_
1
Sound pressure level 63 dB 50 . T~
Degree of protection P44 25 s ~
Working temperature -30 ~ +60 °C
Insulation class F N S
Impeller material galvanised 150 300 450 600 750 900 [CFM]
sheet steel 0 » 250 600 750 1000 1250 1500  [m?/h]
B Product drawing
136.5
11041 Rotation
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Bl Model No. B2E280-081A-AMOO

AC Backward Curved Centrifugal Fan

. C€ AErP ﬁ te

ccccc 2015 ready

COMPLIANCE

B Technical data

Verified

B Air performance

g
Supply 230 VAC
Frequenc 50 Hz N
quency 600
Current draw 12A
Power input 250 W N
. 450
Speed 2650 min"
Capacitor 7.0 uF -
300
Sound pressure level 80 dB
Degree of protection IP54 - <
Working temperature -30 ~ +60 °C
Insulation class F L
I I cerial galvanised 180 360 540 720 900 1080 [CFM]
mpetler materia sheet steel 0 » 300 600 900 1200 1500 1800  [m?/h]
M Product drawing
11542
8141 Rotation
49

915‘125
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Bl Model No. B2D280-081A-AMOO

AC Backward Curved Centrifugal Fan

v CE [AErP i B

RoHS

COMPLIANT

2015ready [UNEEY

B Technical data

B Air performance

5
Supply 3x400 VAC
Frequenc 50 Hz N
quency 600
Current draw 07A
Power input 250 W N
. 450
Speed 2650 min"
Capacitor - -
300
Sound pressure level 80 dB
Degree of protection IP54 0 <
Working temperature -30 ~ +60°C
Insulation class F L
I I ial galvanised 180 30 540 720 900 1080 [CFM]
mpeller materia sheet steel 0 » 300 600 900 1200 1500 1800  [m?/h]
M Product drawing
11542
8111 Rotation
49
s g
34
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Bl Model No. B2E280-092A-ANOO

AC Backward Curved Centrifugal Fan

REACH
¢ CE HEP [
RoHsS 2015 ready Verified
B Technical data B Air performance
g,
Supply 230 VAC ~
Frequency 50 Hz S ~~_
600 | S
Current draw 1.5A \\
Power input 330 W N \\ 777777
450 N |-
Speed 2700 min" N
Capacitor 10.0 pF A N R
Sound pressure level 80 dB 300
Degree of protection IP54 5o S N
Working temperature  -30 ~+60°C | o
Insulation class F P R R N
Impeller material sheet aluminium 180 360 540 720
0 » 300 600 900 1200
M Product drawing
13411.5
82 Rotation
60

91825
919110.8
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Bl Model No. B2D280-092A-AN0O

AC Backward Curved Centrifugal Fan

REACH [
ﬂ/ c € I~/| ErP mm (Cis
RoHS 2015 ready '.. X Verified
B Technical data B Air performance
g,
Supply 3x400 VAC ~
Frequency 50Hz T ~_
600 b S~
Current draw 07A T~
Power input 330 W S
: 10 JEY OSSR SN MR S
Speed 2700 min"
Capacitor - B
300 |
Sound pressure level 80 dB
Degree of protection IP54 M
{15 S T S R —
Working temperature -30 ~ +60 °C
Insulation class F Lo
Impeller material sheet aluminium 180 360 540 720 900 1080 M60  [CFM]
0 » 300 600 900 1200 1500 1800 2100 [m?/h]
M Product drawing
13411.5
92 Rotation
60
5
s g
34
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Bl Model No. B2D280-135A-AS00

AC Backward Curved Centrifugal Fan

. C€ [AErP jii [t

ccccc 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
g
Supply 3x400 VAC
Frequency 50 Hz 200 "IN~
Current draw 0.95A ~—
Power input 500 W N
. 600
Speed 2750 min”
Capacitor - o
400
Sound pressure level 78 dB
Degree of protection IP54 .
gree of p 200 N\
Working temperature -30 ~ +60 °C
Insulation class F L
Impeller material sheet aluminium 300 600 500 1200 1500 1800 [CFM]
0 » 500 1000 1500 2000 2500 3000  [m?/h]

B Product drawing

917412 Rotation
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Bl Model No. B4E315-087A-AL00

AC Backward Curved Centrifugal Fan

. CE HAEP &

COMPLIANT

B Technical data

B Air performance

5
Supply 230 VAC .
Frequenc 50 Hz -
quency 320
Current draw 05A ——
Power input 95 W -
, 240 ™
Speed 1400 min”
Capacitor 3.0 pF °
Sound pressure level 56 dB 160 .
Degree of protection P54 20 s
Working temperature -30 ~ +60 °C \
Insulation class F L e \\
Impeller material sheet aluminium 180 30 540 720 900 1080 [CFM]
0 » 300 600 900 1200 1500 1800  [m?/h]
B Product drawing
10912 Rotation
871
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Bl Model No. B4E315-107A-AL00

AC Backward Curved Centrifugal Fan

ccccc

cccccccc

B Technical data B Air performance
g
Supply 230 VAC .
Frequency 50 Hz 0 -
Current draw 0.55A ~
Power input 105W -
P , 240 B
Speed 1400 min”
Capacitor 3.0 pF °
Sound pressure level 60 dB 160 .
Degree of protection P54 - s
Working temperature -30 ~ +60 °C
Insulation cl F L°
nsulation class | | | | \\‘ |
Impeller material sheet aluminium 180 360 540 720 900 1080  [CFM]
0 > 300 600 900 1200 1500 1800  [m?*/h]
B Product drawing
Rotation
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o O o
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S =
(S
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Bl Model No. B4E315-135A-AL00

AC Backward Curved Centrifugal Fan

. CE HAEP &

COMPLIANT

B Technical data B Air performance
a.
Supply 230 VAC -
Frequenc 50H -
quency ‘ 320
Current draw 0.6A ~_
Power input 135W -
P . 240 ™~
Speed 1400 min” ~—
Capacitor 3.0 pF ° ~
Sound pressure level 63 dB 160 .
Degree of protection IP54 s
gree of p . N
Working temperature -30 ~ +60 °C
Insulation class F L e \

Impeller material sheet aluminium 180 30 540 720 900 1080 [CFM)
0 » 300 600 900 1200 1500 1800  [m?/h]

B Product drawing

Rotation
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Bl Model No. B6E315-135A-AL00

AC Backward Curved Centrifugal Fan

;/che gErPﬁL‘x

°°°°° 2015 ready Verified

cccccccc

B Technical data B Air performance
= >

Supply 230 VAC -

Frequenc 50 Hz -

Curcrl'ent d):'aw 0.38A 320 R

Power input 75W -

Speed 940 min 240

Capacitor 3.0 pF ¢

Sound pressure level 58 dB 160 I e

Degree of protection P54 20 s

Working temperature -30 ~ +60 °C . \

Insulation class F .

Impeller material sheet aluminium 180 360 540 720 900 1080 [CFM]

0 » 300 600 900 1200 1500 1800  [m?/h]

B Product drawing

Rotation
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Bl Model No. B4D315-135A-AL00

AC Backward Curved Centrifugal Fan

. CE HAEP &

COMPLIANT

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 0.35A
Power input 136 W
Speed 1400 min”
Capacitor -
Sound pressure level 63 dB
Degree of protection P54

Working temperature -30 ~ +60 °C

Insulation class F

Impeller material sheet aluminium

B Product drawing

B Air performance
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Bl Model No. B4E315-135A-TLOO

AC Backward Curved Centrifugal Fan

¢ C€ HAErP m e

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
B,
Step | Step Il Step I .
Supply 230 VAC 0 -
Frequency 50 Hz QEP'
Current draw 060A  040A  030A B
240 N St ep.ll
Power input n5wW 85 W 68 W AN —
in-l | F | 5
Speed 1350 min™ 1100 min 850 min o \StehT ~
Capacitor 4.0 pF R "
Sound pressure level 63 dB 57 dB 51dB ;
P o0 N ~—
Degree of protection IP54 ~
Working temperature -30 ~ +60 °C - | D ~ | |
Insulation class F 180 360 540 720 900 1080  [CFM]
Impeller material sheet aluminium 0 > 300 600 900 1200 1500 1800 [m’/h]

B Product drawing

Rotation
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Bl Model No. B2D315-118 A-AT00

AC Backward Curved Centrifugal Fan

. CE HAEP

COMPLIANT

B Technical data

2
N |LAB
A | Verified
M

B Air performance

5
Supply 3x400 VAC
Frequenc 50 Hz ”
quency 800
Current draw 1.5A
Power input 800 W N
600
Speed 2750 min” \\
Capacitor - o
400
Sound pressure level 84 dB
Degree of protection P54 200 -
Working temperature -30 ~ +60 °C
Insulation class F L NC
Impeller material sheet aluminium 30 720 1080 1440 1800 260 [cFM]
0 » 600 1200 1800 2400 3000 3600  [m®/h]
B Product drawing
@320 15712 Rotation
+2 /—\
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Bl Model No. B4E315-146A-AR00

AC Backward Curved Centrifugal Fan

¢ C€ HAErP B &

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
= &
Supply 230 VAC
Frequency 50 Hz &
Current draw 1.2A 450
Power input 220W -
Speed 1450 min” ) —
Capacitor 10.0 pF 200
Sound pressure level 64 dB & \
Degree of protection IP54 150 N
Working temperature -30 ~ +60 °C . \\
Insulation class F Lo \
Impeller material sheet aluminium 360 720 1080 1440 [CFM)
0 4 600 1200 1800 2400 [m3/h]

B Product drawing
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Bl Model No. B4E315-146A-AR00

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data

. CE HAEP

2
N |LAB
A | Verified
M

Supply 3x400 VAC
Frequency 50 Hz
Current draw 0.65A
Power input 220W
Speed 1450 min"
Capacitor -
Sound pressure level 64 dB
Degree of protection P54
Working temperature -30 ~ +60 °C
Insulation class F

Impeller material

sheet aluminium

B Product drawing

@320

B Air performance

[in H,0]
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Bl Model No. B2D315-146A-AVMO

AC Backward Curved Centrifugal Fan

. C€ [AEP B [

ccccc 2015 ready Verified

B Technical data

COMPLIANCE

B Air performance

)
Supply 3x400 VAC .
Frequenc 50 Hz ”
d y 1000 E— .
Current draw 20A R —
Power input 1300 W - T~
750
Speed 2650 min” ™~
Capacitor - -
500
Sound pressure level 85dB
Degree of protection IP54 - )

8 P 250 \
Working temperature -30 ~ +60 °C \\
Insulation class F L \
Impeller material sheet aluminium 30 720 1080 1440 1800 260 [cFM)

0 » 600 1200 1800 2400 3000 3600 [m?/h]
M Product drawing
19412 Rotation
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Bl Model No. B4E355-145A-AMOO

AC Backward Curved Centrifugal Fan

W CE |~/| ErP mm |L§K_B
RoHS 2015 ready |y L Verified

COMPLIANT

B Technical data B Air performance
g
Supply 230 VAC
Frequenc 50 Hz :
d Y 400
Current draw 0.75A
Power input 165 W . ~
. 300
Speed 1400 min” ~
Capacitor 6.0 pF -
200
Sound pressure level 63 dB
Degree of protection P54 100 °
Working temperature -30 ~ +60 °C
Insulation class F L
Impeller material sheet aluminium 300 600 50 1200 1500 1800 [CFM]
0 » 500 1000 1500 2000 2500 3000 [m?/h]

B Product drawing
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5
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B Model No. B6E355-145A-AMO0

AC Backward Curved Centrifugal Fan

¢ CE€ [4ErP S Be

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
)
Supply 230 VAC
Frequenc 50H -
g y ‘ 400
Current draw 0.46 A
Power input 100 W -
. 300
Speed 930 min"
Capacitor 4.0 pF -
Sound pressure level 60 dB 200
o |
Degree of protection IP54 °
greeotp 100 ™
Working temperature -30 ~ +60 °C
o~ N
Insulation class F . \
Impeller material sheet aluminium 300 600 500 1200 1500 1800 [CFM]
0 » 500 1000 1500 2000 2500 3000 [m?/h]
B Product drawing
16882 Rotation
14541
5
,]77
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Bl Model No. B4D355-145A-AMO0O

AC Backward Curved Centrifugal Fan

Vs CE |~/| ErP mm |L§K_B
RoHS 2015 ready |y L Verified

COMPLIANT

B Technical data

B Air performance

Supply 3x400 VAC
Frequenc 50H
quency ‘ 400
Current draw 0.46 A
Power input 170 W
. 300
Speed 1400 min”
Capacitor -
200
Sound pressure level 63 dB
Degree of protection P54 100
Working temperature -30 ~ +60 °C
Insulation class F N
Impeller material sheet aluminium
B Product drawing
16842
14541
5
:]77
g 2% 3
30 [SIRSTS]
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Bl Model No. B4E355-169A-ANOO

AC Backward Curved Centrifugal Fan

¢ CE€ [4ErP S Be

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data

B Air performance

g
Supply 230 VAC
Frequenc 50 Hz -

g y 400
Current draw 10A ~
Power input 210 W - ~_
300
Speed 1350 min"! T~
Capacitor 7.0 pF -
Sound pressure level 65 dB 200 N
Degree of protection P54 <
- 100 AN

Working temperature -30 ~ +60 °C \
Insulation class F L °
Impeller material sheet aluminium 300 600 900 1200 1500

0 » 500 1000 1500 2000 2500

B Product drawing
Rotation
]
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Bl Model No. B4D355-169A-AN00

AC Backward Curved Centrifugal Fan

W CE |~/| ErP mm |L§K_B
RoHS 2015 ready |y L Verified

COMPLIANT

B Technical data B Air performance
g
Supply 3x400 VAC
Frequenc 50 Hz -
d Y 400
Current draw 0.53 A ~
Power input 200W . T~
300
Speed 1380 min” ~
Capacitor - -
200
Sound pressure level 65 dB N
Degree of protection P54 100 ° \\
Working temperature -30 ~ +60 °C \
Insulation class F L
Impeller material sheet aluminium 300 600 50 1200 1500 1800 [CFM]
0 » 500 1000 1500 2000 2500 3000 [m?/h]

B Product drawing

Rotation
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Bl Model No. B4E355-164A-AS00

AC Backward Curved Centrifugal Fan

¢ C€ HAErP B &

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
g
Supply 230 VAC
Frequenc 50H N
quency ‘ 600
Current draw 22A
Power input 400 W o
Speed 1400 min” 0 o
Capacitor 12.0 pF - ~—
Sound pressure level 72 dB 300 T~~~
Degree of protection P54 150 <
Working temperature -30 ~ +60 °C
Insulation class F L °
Impeller material sheet aluminium 30 720 1080 1440 1800 260 [cFM)
0 » 600 1200 1800 2400 3000 3600  [m®/h]
B Product drawing
26312
202+2
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Bl Model No. B4D355-164A-AS00

AC Backward Curved Centrifugal Fan

Vs CE |~/| ErP mm |L§K_B
RoHS 2015ready * x Verified

COMPLIANT

B Technical data B Air performance
a.
Supply 3x400 VAC
Frequenc 50H -
quency ‘ 600
Current draw 1.0A
Power input 360 W N
Speed 1450 min”! 0 I
Capacitor - - ~—
Sound pressure level 72 dB 300 T~
Degree of protection P54 - °
Working temperature -30 ~ +60 °C
Insulation class F L °
Impeller material sheet aluminium 30 720 1080 1440 1800 260 [cFM)
0 » 600 1200 1800 2400 3000 3600 [m®/h]
B Product drawing
26312
202+2

Rotation

2
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Bl Model No. B2D355-132A-AVMO |

AC Backward Curved Centrifugal Fan

ccccc 2015 ready Verified

. C€ AErP ﬁ te

COMPLIANCE

B Technical data B Air performance
5.
Supply 3x400 VAC
Frequenc 50 Hz ’
quency 1200 [T~
Current draw 26 A T~
Power input 1600 W N T~
900
Speed 2700 min"
Capacitor - -
600 ™
Sound pressure level 90 dB
Degree of protection IP54 -
300
Working temperature -30 ~ +60 °C \\
Insulation class F L N
Impeller material sheet aluminium 480 %0 1440 1920 2400 2880 [CFM]
0 » 800 1600 2400 3200 4000 4800  [m?/h]

M Product drawing

Rotation
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Bl Model No. B2D355-164A-AWMO

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data B Air performance

g
Supply 3x400 VAC
Frequenc 50 Hz e
9 4 1200 T~
Current draw 40A \\\
Power input 2500 W A —~_ |
, 900 |t T e,
Speed 2700 min" ~
Capacitor - A R N T
0] PSS S SN SN NS S W S N S
Sound pressure level 90 dB
Degree of protection IP54 T (N N\ (Y
g - P 300 bbb \ ,,,,,,,,,,,,,,
Working temperature -30 ~ +60 °C
Insulation class F PO R R Y R A \ 777777
Impeller material sheet aluminium 480 960 1440 1920 2400 2880 30 [CFM]
0 » 800 1600 2400 3200 4000 4800 5200  [m?/h]
M Product drawing
27542 ‘
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Bl Model No. B4E400-147A-ANOO

AC Backward Curved Centrifugal Fan

¢ CE€ [4ErP S Be

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data

B Air performance

a.
Supply 230 VAC
Frequenc 50 Hz -
d Y 400
Current draw 1.2A ~~
Power input 260 W - ~_
300
Speed 1350 min”
Capacitor 7.0 pF - N
Sound pressure level 64 dB 200
Degree of protection P54 100 < \
Working temperature -30 ~ +60 °C \
Insulation class F L
Impeller material sheet aluminium 300 600 900 1200 1500 1800 [CFM]
0 » 500 1000 1500 2000 2500 3000 [m?/h]
M Product drawing
Rotation
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Bl Model No. B4D400-147A-ANOO

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data

. CE HAEP

2
N |LAB
A | Verified
M

B Air performance

o
Supply 3x400 VAC
Frequenc 50 Hz -
g y 400
Current draw 0.6 A ~—
Power input 265W . ~_
300
Speed 1380 min”
Capacitor - - ™~
Sound pressure level 64 dB 200
Degree of protection P54 100 < \
Working temperature -30 ~ +60 °C \
Insulation class F L C
Impeller material sheet aluminium 300 600 500 1200 1500 1800 [CFM]
0 » 500 1000 1500 2000 2500 3000  [m3/h]
B Product drawing
Rotation
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Bl Model No. B6E400-147A-ANOO

AC Backward Curved Centrifugal Fan

¢ CE€ [4ErP S Be

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 072 A
Power input 135W
Speed 940 min
Capacitor 6.0 pF
Sound pressure level 56 dB
Degree of protection P54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material sheet aluminium

B Product drawing

B Air performance
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Bl Model No. B4E400-185A-AS00

AC Backward Curved Centrifugal Fan

. CE HAEP &

COMPLIANT

B Technical data B Air performance
g
Supply 230 VAC .
Frequenc 50 Hz N
quency 480 o
Current draw 25A . —
Power input 550 W . ~
360
Speed 1380 min”
Capacitor 10.0 pF -
240
Sound pressure level 69 dB
Degree of protection P54 20 s
Working temperature -30 ~ +60 °C . \
Insulation class F .°
Impeller material sheet aluminium 480 %0 1440 1920 2400 2880 [CFM]
0 » 800 1600 2400 3200 4000 4800  [m?/h]

B Product drawing
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Bl Model No. B4D400-185A-AS00

AC Backward Curved Centrifugal Fan

:/Hg C€ ZEI'P ﬁ &8

ccccc 2015 ready Verified

COMPLIANCE

B Technical data

B Air performance

e
Supply 3x400 VAC .
Frequenc 50 Hz N
quency 480 o
Current draw 12A . —
Power input 550 W . ~
360
Speed 1370 min”
Capacitor - -
240

Sound pressure level 69 dB

Degree of protection P54 10 s

Working temperature -30 ~ +60 °C . \\

Insulation class F . c

Impeller material sheet aluminium 480 %0 1440 1920 2400 2880 [CFM]

0 » 800 1600 2400 3200 4000 4800  [m?/h]
B Product drawing
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AC Backward Curved Centrifugal Fan

v

RoHS
com

ssssss

CE€ HErP & [
2015 ready |y L Verified

B Technical data

Bl Model No. B4E400-188A-AS00

B Air performance

5
Supply 230 VAC ~_
Frequenc 50 Hz
q Y 400 S~
Current draw 1.5A
Power input 430 W -
. 300
Speed 1380 min”
Capacitor 10.0 pF -
Sound pressure level 66 dB 200
Degree of protection P54 100 < )
Working temperature -30 ~ +60 °C \
Insulation class F L
Impeller material sheet aluminium 480 %0 1440 1920 2400 2880 [CFM]
0 » 800 1600 2400 3200 4000 4800  [m?/h]
B Product drawing
2202
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Bl Model No. B4D400-188A-AS00

AC Backward Curved Centrifugal Fan

¢ CE€ [4ErP S Be

°°°°° 2015 ready Verified

B Technical data

COMPLIANCE

B Air performance

o
Supply 3x400 VAC ~
Frequenc 50 Hz -
q Y 400 T~
Current draw 0.8A
Power input 440 W -
. 300
Speed 1380 min”
Capacitor - -
200
Sound pressure level 66 dB
Degree of protection P54 100 ° N
Working temperature -30 ~ +60 °C \
Insulation class F L
Impeller material sheet aluminium 480 %0 1440 1920 2400 2880 [CFM]
0 » 800 1600 2400 3200 4000 4800  [m?/h]
B Product drawing
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Bl Model No. B4E450-181A-AT0O

AC Backward Curved Centrifugal Fan

. CE HAEP &

COMPLIANT

B Technical data B Air performance
g
Supply 230 VAC
Frequenc 50 Hz "
quency 600
Current draw 35A ——
Power input 800 W N
_ 450 ™
Speed 1350 min”
Capacitor 16.0 pF -
Sound pressure level 76 dB 300
Degree of protection IP54 °
g P 150 N
Working temperature -30 ~ +60 °C N
Insulation class F L \
Impeller material sheet aluminium 600 1200 1800 2400 3000 3600 [CFM]
0 » 1000 2000 3000 4000 5000 6000  [m?/h]

B Product drawing
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Bl Model No. B4D450-181A-ATOO

AC Backward Curved Centrifugal Fan

. C€ [AErP jii [t

ccccc 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
a.
Supply 3x400 VAC
Frequenc 50 Hz N
quency 600
Current draw 1.5A ——
Power input 800 W “
_ 450 ™
Speed 1350 min”
Capacitor - -
300
Sound pressure level 76 dB
Degree of protection IP54 <
g P 150 N
Working temperature -30 ~ +60 °C N
Insulation class F L \
Impeller material sheet aluminium 600 1200 1800 2400 3000 3600 [CFM]
0 » 1000 2000 3000 4000 5000 6000  [m?/h]

B Product drawing
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Bl Model No. B4D450-209A-AT00O

AC Backward Curved Centrifugal Fan

Vs CE |~/| ErP mm |L§K_B
RoHS 2015ready * x Verified

COMPLIANT

B Technical data B Air performance
= >
Supply 3x400 VAC -
Frequency 50 Hz N
Current draw 15A 600 T~
Power input 800 W N ~—_
Speed 1350 min” 0 ~—
Capacitor - - I~
Sound pressure level 79 dB 300
Degree of protection P54 °
Working temperature -30 ~ +60 °C 20
Insulation class F . ¢
Impeller material sheet aluminium 600 1200 1800 2400 3000 3600 [CFM]
0 » 1000 2000 3000 4000 5000 6000  [m?/h]

B Product drawing
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Bl Model No. B4D450-209A-AV00

AC Backward Curved Centrifugal Fan

¢ CE€ [4ErP S Be

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data B Air performance

)
Supply 3x400 VAC
Frequenc 50 H T TTT—

quency ‘ 600 B—
Current draw 25A —~—
Power input 1100 W N
450
Speed 1400 min” \
Capacitor - -
300 \
Sound pressure level 82 dB
Degree of protection IP54 <
g P 150 N

Working temperature -30 ~ +60 °C h
Insulation class F L \
Impeller material sheet aluminium 600 1200 1800 2400 3000 3600 [CFM]

0 » 1000 2000 3000 4000 5000 6000  [m?/h]

B Product drawing
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Bl Model No. B6E450-218A-AS00

AC Backward Curved Centrifugal Fan

. CE HAEP

COMPLIANT

B Technical data

2
N |LAB
A | Verified
M

B Air performance

5
Supply 230 VAC .
Frequenc 50 Hz -
quency 300
Current draw 13A .
Power input 260 W - ~
. 225
Speed 930 min" . ~
Capacitor 10.0 pF s
Sound pressure level 60 dB 10 .
Degree of protection P54 25 s
Working temperature -30 ~ +60 °C N
Insulation class F L e \
Impeller material sheet aluminium 480 %0 1440 1920 2400 2880 [CFM]
0 » 800 1600 2400 3200 4000 4800  [m?/h]
B Product drawing
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Bl Model No. B6D450-218 A-AS00

AC Backward Curved Centrifugal Fan

¢ CE€ [4ErP S Be

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data

B Air performance

5
Supply 3x400 VAC .
Frequenc 50 Hz -
quency 300
Current draw 1.0A .
Power input 300 W = ~
. 225
Speed 920 min” . ~
Capacitor - °
Sound pressure level 60 dB 150 .
Degree of protection P54 25 s
Working temperature -30 ~ +60 °C N
Insulation class F L ° \
Impeller material sheet aluminium 480 %0 1440 1920 2400 2880 [CFM]
0 » 800 1600 2400 3200 4000 4800  [m*/h]
B Product drawing
25042
218 Rotation
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Bl Model No. B4D500-202A-AVM1

AC Backward Curved Centrifugal Fan

. CE HAEP

COMPLIANT

2
N |LAB
A | Verified
M

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 21A
Power input 1000 W
Speed 1350 min”
Capacitor -
Sound pressure level 79 dB
Degree of protection P54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material sheet aluminium

B Product drawing

25012

202

B Air performance
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Bl Model No. B4D500-234A-AW00

AC Backward Curved Centrifugal Fan

REACH
v CE€ HAErP m tre
RoHsS 2015 ready Verified
B Technical data B Air performance
a.
Supply 3x400 VAC T~
Frequenc 50H
d Y ‘ 600
Current draw 26A
Power input 1500 W - T~
450
Speed 1400 min”
Capacitor - -
300
Sound pressure level 80 dB \
Degree of protection IP54 °
8 P 150 N
Working temperature -30 ~ +60 °C \\
Insulation class F L \
Impeller material sheet aluminium 500 1800 2700 3600 4500 5400 [CFM]
0 » 1500 3000 4500 6000 7500 9000  [m?/h]
B Product drawing
Rotation
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Bl Model No. B6D500-254A-AT00

AC Backward Curved Centrifugal Fan

R v
ﬂ/ c € I~/| ErP p= |LAB
chgHS 2015 ready * x Verified

ssssss

B Technical data B Air performance
a.
Supply 3x400 VAC
Frequenc 50 Hz -
d Y 400
Current draw 1.25A
Power input 450 W -
. 300
Speed 950 min”
Capacitor - -
200
Sound pressure level 63 dB
Degree of protection P54 100 °
Working temperature -30 ~ +60 °C N
Insulation class F L \\
Impeller material sheet aluminium 600 1200 1800 2400 3000 3600 [CFM]
0 » 1000 2000 3000 4000 5000 6000  [m?/h]
B Product drawing
28842
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Bl Model No. B4D560-220A-AXM0O 4

AC Backward Curved Centrifugal Fan

¢ C€ HAErP B &

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
= &
Supply 3x400 VAC i —
Frequency 50 Hz 700 ——
Current draw 45A
Power input 2500 W . \
Speed 1350 min” 600 O L
Capacitor - -
Sound pressure level 85dB 400 . \
Degree of protection P54 °
Working temperature -30 ~ +60 °C 200 \
Insulation class F . °
Impeller material sheet aluminium 1200 2400 3600 4800 6000 7200 [CPM]
0 » 2000 4000 6000 8000 10000 12000  [m?/h]

B Product drawing

Rotation
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Bl Model No. B6D560-220A-AWMO

AC Backward Curved Centrifugal Fan

¢ E P REACH [Ev
I (ErF B |ias
BoHS 2015 ready [olId Verified

COMPLIANT

COMPLIANCE

B Technical data B Air performance
g,
Supply 3x400 VAC
Frequenc 50 Hz -
quency 700
Current draw 1.8 A
Power input 900 W -
. 600
Speed 910 min”’
Capacitor - -
400
Sound pressure level 73 dB T~
Degree of protection P54 500 ° ——
Working temperature -30 ~ +60 °C
Insulation class F L
Impeller material sheet aluminium 1200 2400 3600 4800 6000 7200 [CPM]
0 » 2000 4000 6000 8000 10000 12000  [m3/h]

B Product drawing

Rotation
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Bl Model No. B4D560-243A-AX00

AC Backward Curved Centrifugal Fan

¢ CE€ [4ErP S Be

°°°°° 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
)
Supply 3x400 VAC
Frequency 50 Hz 00 " ——_
Current draw 45A ~—
Power input 2500 W - RN
600
Speed 1340 min”
Capacitor - -
400
Sound pressure level 85dB \\
Degree of protection P54 200 <
Working temperature -30 ~ +60 °C
Insulation class F L \
Impeller material sheet aluminium 1200 2400 3600 4800 6000 7200 [CPM]
0 » 2000 4000 6000 8000 10000 12000  [m?/h]
B Product drawing
20543 Rotation
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155 105
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Bl Model No. B6D560-243A-AW00

AC Backward Curved Centrifugal Fan

W CE |~/| ErP mn |L§K_B
RoHS 2015ready * x Verified

COMPLIANT

B Technical data B Air performance
g
Supply 3x400 VAC
Frequenc 50 Hz -
quency 700
Current draw 1.8 A
Power input 900 W -
. 600
Speed 910 min”’
Capacitor - -
400
Sound pressure level 73 dB
Degree of protection P54 200 ° —
Working temperature -30 ~ +60 °C
Insulation class F L
Impeller material sheet aluminium 1200 2400 3600 4800 6000 7200 [CPM]
0 » 2000 4000 6000 8000 10000 12000  [m?/h]

B Product drawing

Rotation
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Bl Model No. B6D630-293A-AX00 4

AC Backward Curved Centrifugal Fan {

v CE€ HAErP m tre
RoHS 2015 ready Verified

ccccc

COMPLIANCE

B Technical data B Air performance
g
Supply 3x400 VAC —
Frequenc 50 Hz -
9 Yy 400 T
Current draw 38A
Power input 1500 W -
. 300
Speed 900 min”
Capacitor - . \\
Sound pressure level 80 dB 200 \
Degree of protection IP54 <
g P 100 \
Working temperature -30 ~ +60 °C AN
Insulation class F L ° \
Impeller material sheet aluminium 1200 2400 3600 4800 6000 7200 [CFM]
0 » 2000 4000 6000 8000 10000 12000  [m?/h]

B Product drawing

Rotation
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B Technical data B Air performance

5
Supply 3x400 VAC
Frequenc 50 Hz ”
d Y 400
Current draw 17A
Power input 700 W .
. 300
Speed 700 min" —
Capacitor - - ~
Sound pressure level 72 dB 200
Degree of protection P54 100 °
Working temperature -30 ~ +60 °C
Insulation class F L
Impeller material sheet aluminium 1200 2400 3600 4800 6000 7200 [CPM]
0 » 2000 4000 6000 8000 10000 12000  [m?/h]
B Product drawing
Rotation
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Bl Model No. B2D280-135W-AS70

AC Backward Curved Centrifugal Fan

. C€ AErP ﬁ te

ccccc 2015 ready Verified

COMPLIANCE

B Technical data B Air performance

g
Supply 3x400 VAC "~
800
Frequency 50 Hz -
Current draw 0.95A &
Power input 500 W 600
Speed 2750 min” =~
Capacitor - 400
Sound pressure level 78 dB “ N\
Degree of protection P54 200
Working temperature -30 ~ +60°C .
Insulation class F .
Impeller material sheet aluminium 300 600 900 1200 1500 1800 [CFM]
0 » 500 1000 1500 2000 2500 3000 [m?/h]
M Product drawing
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Bl Model No. B2D315-146 W-AVMO

AC Backward Curved Centrifugal Fan

¢ E P REACH [V
[AEP BN e
oo 2015ready [UNEEY Verified

COMPLIANT
*oax

COMPLIANCE

B Technical data B Air performance
a.
Supply 3x400 VAC
Frequenc 50 Hz -
quency 800
Current draw 23A
Power input 1100 W ~
600
Speed 2750 min” N
Capacitor - ~
400
Sound pressure level 84 dB
Degree of protection IP54 200 -
Working temperature -30 ~ +60 °C
Insulation class F L °
Impeller material sheet aluminium 360 720 1080 1440 1800 260 [CPM]
0 » 600 1200 1800 2400 3000 3600 [m®/h]

M Product drawing
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Bl Model No. B4D450-181TW-ATAB

AC Backward Curved Centrifugal Fan

¢ CE€ [4 ErP m &e

comes 2015 ready Verified

COMPLIANCE

B Technical data B Air performance
= T
Supply 3x400 VAC N
Frequenc 50 Hz
Curcrl'ent d):'aw 1.5A 600 —
Power input 800 W N
Speed 1350 min” 0 ) \
Capacitor - -
Sound pressure level 76 dB 300 \\
Degree of protection P54 50 s
Working temperature -30 ~ +60 °C . \
Insulation class F . | | | | \ | |
Impeller material sheet aluminium 600 1200 1800 2400 3000 3600 [CFM]
0 » 1000 2000 3000 4000 5000 6000  [m?/h]

B Product drawing
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B Model No. B4D500-202W-AWAB

AC Backward Curved Centrifugal Fan

REACH v
I ( ErP mm LAB
I;gHS 2015 ready * x Verified

sssss
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COMPLIANCE

B Technical data B Air performance
5.
Supply 3x400 VAC
Frequency 50 Hz 800 ’ T~
Current draw 29A . ~
Power input 1250 W h ~
. 600
Speed 1350 min"! ™~
Capacitor - o
400
Sound pressure level 51dB
Degree of protection IP54 . b
8 P 200 \\
Working temperature -30 ~ +60 °C
Insulation class F L ° \
Impeller material sheet aluminium 600 1200 1800 2400 3000 3600 4200 4800 [CFM]

0 > 1000 2000 3000 4000 5000 6000 7000 8000 [m?/h]

B Product drawing
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AC Forward Curved
Centrifugal Fans




Bl Model No. F2E120-060A-AA00

AC Forward Curved Centrifugal Fan

. CE HAEP &

COMPLIANT

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.25A
Power input 50 W
Speed 2550 min"
Capacitor 1.5 pF
Sound pressure level 51dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

B Product drawing
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B Air performance
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Bl Model No. F2E120-060W-AA0Q

AC Forward Curved Centrifugal Fan

GGGGGGGG 2015 ready

*oax

REACH V"
v, C€E [AErP I&fas

COMPLIANCE

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.27 A
Power input 58 W
Speed 2400 min"
Capacitor 1.5 pF
Sound pressure level 51dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel
M Product drawing
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B Air performance
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Bl Model No. F2E133-073A-AA00

AC Forward Curved Centrifugal Fan

. CE HAEP &

COMPLIANT

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.32A
Power input 70 W
Speed 2300 min”
Capacitor 2.0 pF
Sound pressure level 61dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

B Product drawing
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B Air performance
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Bl Model No. F2E133-073W-AAQ0

AC Forward Curved Centrifugal Fan

J E P REACH [V
[AEP BN e
oo 2015ready [UNEEY Verified

ccccccccc
*oax

COMPLIANCE

B Technical data B Air performance
a.
Supply 230 VAC
400
Frequency 50 Hz
Current draw 0.37A = —
Power input 83 W 300 = .
Speed 1850 min" o T
Capacitor 2.0 pF 200 \\
Sound pressure level 61dB o \
Degree of protection P44 100 N
Working temperature -30 ~ +60 °C .
Insulation class F .
Impeller material galvanised 30 60 % 120 150 180 [CFM]
sheet steel 0 4 50 100 150 200 250 300  [m3/h]
M Product drawing
116
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845 W . Rotation
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Bl Model No. F2E133-071TW-TA10

AC Forward Curved Centrifugal Fan

. CE HAEP &

COMPLIANT

B Technical data

B Air performance

9,
Step | Step Il Step I 200 Step |
Supply 230 VAC . ~—_ T
Frequency 50 Hz - ~_ Step2 \\
Current draw 0.38 A 0.28 A 0.25A 300 - S O O A
Power input 85W 60 W 50 W ° \ —————
Speed 1600 min™ 1100 min® 800 min" 555 |- Step3 | N IS
Capacitor 2.0 pF @ | NN N
Sound pressure level 56 dB 47 dB 40dB 00 \\ 77777
Degree of protection P44 .
Working temperature -30 ~ +60 °C . \ \
Insulation class F 30 60 % 120 150 180 [CFM]
Impeller material PAG6 0 4 50 100 150 200 250 300 [m/h]
B Product drawing
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Bl Model No. F2E140-060A-AASO

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.42A
Power input 100 W
Speed 1600 min”
Capacitor 2.0 pF
Sound pressure level 52 dB
Degree of protection P44

Working temperature -30 ~ +60 °C

Insulation class F

Impeller material PA66

M Product drawing
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Bl Model No. F2E140-060A-TASO

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data

B Air performance

[Pa]
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160

80

[in H,0]

Step | Step Il Step lll
Supply 230 VAC
Frequency 50 Hz
Current draw 0.42 A 0.30A 0.20 A
Power input 100 W 65W 40 W
Speed 1600 min® 1200 min™ 900 min”
Capacitor 2.0 pF
Sound pressure level 52 dB 40dB 32dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material PA66
M Product drawing
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Bl Model No. F2E140-060W-TASO

AC Forward Curved Centrifugal Fan

ccccccccc

B Technical data B Air performance
@
Step | Step Il Step lll
Supply 230 VAC 400
Frequency 50 Hz =
Current draw 0.40 A 030 A 0.25A 300
Power input 90W 60 W 50 W o
Speed 1400 min? 850 min® 600 min™ 5,
Capacitor 2.0 yF 5
Sound pressure level 52 dB 40dB 32dB 00
Degree of protection P44 .
Working temperature -30 ~ +60 °C L° \ | | \\
Insulation class F 30 60 90 120 150 180 [CFM)
Impeller material PAG6 0 4 50 100 150 200 250 300 [m/h]
M Product drawing
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Bl Model No. F2E150-070A-AEQQ

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.65A
Power input 135W
Speed 2600 min”
Capacitor 4.0 uF
Sound pressure level 67 dB
Degree of protection P44

Working temperature -30 ~ +60 °C

Insulation class

F

Impeller material

galvanised

sheet steel

M Product drawing
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B Air performance
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B Technical data
Supply 230 VAC
Frequency 50 Hz
Current draw 0.83A
Power input 183 W
Speed 2300 min”
Capacitor 4.0 uF
Sound pressure level 63 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised

sheet steel

M Product drawing

207 54

Bl Model No. F2E150-070W-AEQQ

AC Forward Curved Centrifugal Fan

B Air performance
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Bl Model No. F2E160-060A-AE0Q

AC Forward Curved Centrifugal Fan

W CE |~/| ErP mm |L§X_B
RoHS 2015 ready |y L Verified

COMPLIANT

B Technical data B Air performance
_ G
Supply 230 VAC
600
Frequency 50 Hz
Current draw 1.0 A N
Power input 230 W 450 Sy
Speed 1800 min” 0 N
Capacitor 4.0 uF 300 AN
Sound pressure level 69 dB o \
Degree of protection P44
150
Working temperature -30 ~ +60 °C . \
Insulation class F .
Impeller material galvanised 60 120 180 240 300 30 [CFM]
sheet steel 0 4 100 200 300 400 500 600 [m?/h]
B Product drawing
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Bl Model No. F2E160-060A-ACCO

AC Forward Curved Centrifugal Fan

Vs CE |~/| ErP mm |L§X_B
RoHS 2015 ready |y L Verified

COMPLIANT

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 03A
Power input 68 W
Speed 1400 min”
Capacitor 2.0 pF
Sound pressure level 58 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

B Product drawing
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B Air performance
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Bl Model No. F2E160-070W-TCSO

AC Forward Curved Centrifugal Fan

ccccccccc

B Technical data

B Air performance

5
Step | Step Il Step lll
Supply 230 VAC R e
Frequency 50 Hz N
Current draw 0.67 A 0.55 A 0.47 A 450
Power input 150 W 120 W 100wW gl
Speed 1450 min® 1080 min® 870 min® 34
Capacitor 3.5pF o
Sound pressure level 57 dB 49 dB 43 dB -
Degree of protection P44 .
Working temperature -30 ~ +60 °C LC
Insulation class F
Impeller material PA66 o 80 160
M Product drawing
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Bl Model No. F2E160-070W-TESO

AC Forward Curved Centrifugal Fan

ccccccccc

B Technical data

B Air performance

9,
Step | Step Il Step lll
600 e
Supply 230 VAC
Frequency 50 Hz e e e Y I A
Current draw 1.00 A 0.90 A 0.75A R i S S B o ] e Il I
Power input 220 W 190 W 160 W T R ] ]
Speed 1800 min® 1300 min™ 1000 min™ 355 | NG N N
Capacitor 4.0 pF o | N N N
Sound pressure level 61dB 54 dB 47 dB 150 N N N N
Degree of protection P44 .
Working temperature -30 ~ +60 °C .
Insulation class F 300 360 [CPM]
Impeller material PAG6 0 4 100 200 300 400 500 600 [m?/h]
M Product drawing
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Bl Model No. F4E180-092A-AL00

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.52A
Power input 85W
Speed 1450 min"
Capacitor 3.0 pF
Sound pressure level 69 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised

sheet steel

M Product drawing
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B Air performance
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Bl Model No. F4E180-092W-ALOO

AC Forward Curved Centrifugal Fan

ccccccccc

B Technical data B Air performance
a.
Supply 230 VAC
200

Frequency 50 Hz
Current draw 0.70 A s
Power input 135 W 150 \
Speed 1330 min” pl
Capacitor 3.0 pF 100 \
Sound pressure level 63 dB o
Degree of protection IP54 50 \
Working temperature -30 ~ +60 °C _
Insulation class F . \
Impeller material galvanised 90 180 270 360 450 540 [CFM]

sheet steel 0 4 150 300 450 600 750 900 [m3/h]

M Product drawing
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Bl Model No. F2E180-092W-TL0O0O

AC Forward Curved Centrifugal Fan

ccccccccc

B Technical data

5
Step | Step Il Step lll
600
Supply 230 VAC
Frequency 50 Hz N
Current draw 1.35A 12A 0.95 A 450
Power input 300 W 250 W 195W 0
Speed 2000 min™ 1800 min? 1500 min® 344
Capacitor 7.0 pF o
Sound pressure level 73 dB 69 dB 65 dB 150 i N
Degree of protection IP54 .
Working temperature -30 ~ +60 °C L
Insulation class F 90 180 270 360 450 540 [CPM]
| I . . 0 4 150 300 450 600 750 900 [m?/h]
mpeller material galvanised
sheet steel
M Product drawing
169.5
151.2
o
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Bl Model No. F4E200-052A-AEQ0

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.55A
Power input 120 W
Speed 1300 min"
Capacitor 3.0 pF
Sound pressure level 58 dB
Degree of protection P44

Working temperature -30 ~ +60 °C

Insulation class F

Impeller material galvanised
sheet steel

M Product drawing
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B Air performance
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Bl Model No. F4E200-102A-AMOO

AC Forward Curved Centrifugal Fan

. CE HAEP &

COMPLIANT

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.95A
Power input 200W
Speed 1300 min"
Capacitor 6.0 pF
Sound pressure level 66 dB
Degree of protection P54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

B Product drawing
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B Air performance
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AC Forward Curved Centrifugal Fan

. CE HAEP &

COMPLIANT

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 0.60 A
Power input 200W
Speed 1300 min"
Capacitor -
Sound pressure level 66 dB
Degree of protection P54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

B Product drawing
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Bl Model No. F4D200-102A-AMOO

B Air performance
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Bl Model No. F4E225-092A-AR00

AC Forward Curved Centrifugal Fan

¢ E P REACH [V
[AEP BN e
oo 2015ready [UNEEY Verified

COMPLIANT

B Technical data

*oax

COMPLIANCE

Supply 230 VAC
Frequency 50 Hz
Current draw 1.8 A
Power input 400 W
Speed 1340 min”
Capacitor 10.0 pF
Sound pressure level 73 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

M Product drawing
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B Air performance
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Bl Model No. F4D225-092A-AR00

AC Forward Curved Centrifugal Fan

¢ E P REACH [V
[AEP BN e
oo 2015ready [UNEEY Verified

COMPLIANT

B Technical data

*oax

COMPLIANCE

Supply 3x400 VAC
Frequency 50 Hz
Current draw 090 A
Power input 400 W
Speed 1340 min”
Capacitor -
Sound pressure level 73 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

M Product drawing
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B Air performance
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AC Forward Curved Centrifugal Fan

Vs CE |~/| ErP mm |L§X_B
RoHS 2015 ready |y L Verified

COMPLIANT

B Technical data

Bl Model No. F4E225-092W-AR00

B Air performance

5
Supply 230 VAC .
240 =
Frequency 50 Hz —~—
Current draw 1.8 A .
Power input 400 W 180 S N
Speed 1320 min”
Capacitor 10.0 pF 10 °
Sound pressure level 73 dB
Degree of protection P54 60 s
Working temperature -30 ~ +60 °C .
Insulation class F N e
Impeller material galvanised 150 300 450 600 750 500 [cFM)
sheet steel 0 4 250 500 750 1000 1250 1500  [m3/h]
B Product drawing
202
180 404
| O e 104
rotation direction | o [ o &
N T 1o 162 o rotation direction /|
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Bl Model No. F4D225-092W-AR00

AC Forward Curved Centrifugal Fan

W CE |~/| ErP mm |L§X_B
RoHS 2015 ready |y L Verified

COMPLIANT

B Technical data B Air performance

5
Supply 3x400 VAC
240
Frequency 50 Hz —~—
Current draw 09A )
Power input 400 W 180 N
Speed 1390 min” 2
Capacitor - 120
Sound pressure level 73 dB ) N
Degree of protection P54 60
Working temperature -30 ~ +60 °C N
Insulation class F L °
Impeller material galvanised 150 300 450 600 750 500 [cFM)
sheet steel 0 4 250 500 750 1000 1250 1500  [m3/h]
B Product drawing
202
180 404
\ Ol mm— 194
rotation direction | o [ o &
N T 1o 162 o rotation direction /|
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f
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Bl Model No. F4E250-102A-AS00

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 3.0A
Power input 630 W
Speed 1300 min"
Capacitor 12.0 pF
Sound pressure level 74 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

M Product drawing
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B Air performance
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Bl Model No. F4D250-102A-AS00

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data B Air performance
= &
Supply 3x400 VAC
Frequency 50 Hz 400
Current draw 1.2A * I R o N N
Power input 630 W 300
Speed 1300 min" o
Capacitor - 200 \
Sound pressure level 74 dB ©
Degree of protection IP54 100
Working temperature -30 ~ +60 °C .
Insulation class F LC
Impeller material galvanised 360 720 1080 1440 1800 2160 [CPM]
sheet steel 0 4 400 800 1200 1600 2000 2400 [m?/h]

M Product drawing
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Bl Model No. F6E250-102A-AS00

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data B Air performance
a.
Supply 230 VAC
400
Frequency 50 Hz
Current draw 1.6 A =
Power input 340 W 300
Speed 900 min” o
Capacitor 8.0 pF 200
Sound pressure level 67 dB o T
Degree of protection IP54 100 I~
Working temperature -30 ~ +60 °C .
Insulation class F . \
Impeller material galvanised 360 720 1080 1440 1800 260 [CPM]
sheet steel 0 4 400 800 1200 1600 2000 2400 [m?/h]

M Product drawing

) Rotation
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Bl Model No. F6E250-102A-AS00

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data B Air performance
a.
Supply 3x400 VAC
400
Frequency 50 Hz
Current draw 0.73 A =
Power input 340 W 300
Speed 900 min” o
Capacitor - 200
Sound pressure level 67 dB o T
Degree of protection IP54 100 I~
Working temperature -30 ~ +60 °C .
Insulation class F . \
Impeller material galvanised 360 720 1080 1440 1800 2160 [CPM]
sheet steel 0 4 400 800 1200 1600 2000 2400 [m?/h]

M Product drawing
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Bl Model No. F4D250-102A-AT0O

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data

ErP REACH

v
M (LAB
2015ready [UNEEY Verified

*oax

COMPLIANCE

Supply 3x400 VAC
Frequency 50 Hz
Current draw 1.6 A
Power input 850 W
Speed 1350 min”
Capacitor -
Sound pressure level 74 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

M Product drawing
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Bl Model No. F4D250-102W-AT00

AC Forward Curved Centrifugal Fan

¢ E P REACH [Ev
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BoHS 2015 ready [olId Verified

COMPLIANT

COMPLIANCE

B Technical data B Air performance
= &
Supply 3x400 VAC
Frequency 50 Hz #00
Current draw 16 A = —
Power input 850 W 300
Speed 1350 min” o L
Capacitor - 200
Sound pressure level 80 dB ©
Degree of protection P54 100
Working temperature -30 ~ +60 °C .
Insulation class F LC
Impeller material galvanised 360 720 1080 1440 1800 260 [chM)
sheet steel 0 4 600 1200 1800 2400 3000 3600 [m?/h]

B Product drawing
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Bl Model No. F4D250-102W-AT00

AC Forward Curved Centrifugal Fan

¢ E P REACH [Ev
I (ErF B |ias
BoHS 2015 ready [olId Verified

COMPLIANT

COMPLIANCE

B Technical data B Air performance
= &
Supply 3x400 VAC
Frequency 50 Hz #00
Current draw 1.2A = —
Power input 630 W 300
Speed 1300 min" o
Capacitor - 200 \\
Sound pressure level 74 dB ©
Degree of protection P54 100
Working temperature -30 ~ +60 °C .
Insulation class F LC
Impeller material galvanised 360 720 1080 1440 1800 260 [chM)
sheet steel 0 4 600 1200 1800 2400 3000 3600 [m?/h]

B Product drawing
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Bl Model No. F4D280-144W-AV00

AC Forward Curved Centrifugal Fan

REACH
. CE [AErP S
RoHS 2015 ready |l
ar

COMPLIANT

B Technical data

COMPLIANCE

2
LAB
Verified

Supply 3x400 VAC
Frequency 50 Hz
Current draw 25A
Power input 1400 W
Speed 1400 min”
Capacitor -
Sound pressure level 82 dB
Degree of protection P54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

B Product drawing

\Jotation direction
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B Air performance
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Bl Model No. F4D280-144A-AV00

AC Forward Curved Centrifugal Fan

REACH
v, C€E [AErP i
RoHS 2015 ready |l
ar

COMPLIANT

COMPLIANCE

B Technical data

4
LAB
Verified

Supply 3x400 VAC
Frequency 50 Hz
Current draw 25A
Power input 1400 W
Speed 1400 min”
Capacitor -
Sound pressure level 82 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

M Product drawing
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Bl Model No. F6E280-114A-ASO0

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data

ErP &%

Y. CE ~EP

*oax

COMPLIANCE

v
=
. | verified
LIRS

Supply 230 VAC
Frequency 50 Hz
Current draw 24 A
Power input 550 W
Speed 750 min
Capacitor 8.0 pF
Sound pressure level 66 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

M Product drawing
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Bl Model No. F6D280-114A-AS00

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data

ErP REACH

*oax

COMPLIANCE

4
: M (LAB
oo 2015ready [UNEEY Verified

Supply 3x400 VAC
Frequency 50 Hz
Current draw 1.8 A
Power input 550 W
Speed 750 min
Capacitor -
Sound pressure level 66 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material galvanised
sheet steel

M Product drawing
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Bl Model No. F4D315-150A-AWO00

AC Forward Curved Centrifugal Fan

Vs CE |~/| ErP mm |L§K_B
RoOHS 2015ready * x Verified

COMPLIANT

B Technical data B Air performance
a.
Supply 3X400 VAC
Frequenc 50 Hz - I
quency 600 —
Current draw 37A
Power input 2200 W h \
N
Speed 1350 min” 450 \
Capacitor - . N
300
Sound pressure level 85dB N
Degree of protection P54 °
Working temperature -30 ~ +60 °C 120
Insulation class F L °
Impeller material galvanised 480 960 1440 1920 2400 2850 [CFM]
sheet steel 0 4 800 1600 2400 3200 4000 4800 [m?/h]

B Product drawing
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Bl Model No. F2E120-120S-AAQ0

AC Forward Curved Centrifugal Fan

v. CEH

ccccccccc

B Technical data B Air performance
a.
Supply 230 VAC
400
Frequency 50 Hz
Current draw 0.4 A =
Power input 85W 300 e ~
Speed 2100 min" e
Capacitor - 200 N
Sound pressure level 66 dB - L
Degree of protection P44 100
Working temperature -30 ~ +60 °C
Insulation class F . °
Impeller material galvanised 50 100 150 200 20 [CFM]
sheet steel 0 » 75 150 225 300 375 450  [m3/h]

M Product drawing
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Bl Model No. F2E133-126S-TA20

AC Backward Curved Centrifugal Fan

v. CEH

ccccccccc

B Technical data B Air performance
g
Step | Step Il Step lll
Step |
Supply 230 VAC 300 —
Frequency 50 Hz R Stepll T~
Current draw 030 A 0.26 A 022A . ~~
Power input 70 W 60 W 47 W 200 Step 1lI
Speed 1450 min? 1250 min' 950 min" B \
Capacitor 1.5 pF \
Sound pressure level 40 dB 35dB 29dB 100 \ \
Degree of protection P44
Worki -30 ~ +60 °C °
orking temperature + R | ~. 1 \
Insulation class F 50 100 150 [CFM]
Impeller material galvanised sheet steel 0 ’ s 150 225 300 [m?/h]
M Product drawing
Rotation 19011
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Bl Model No. F2E133-190S-AEQO

AC Forward Curved Centrifugal Fan

ccccccccc

B Technical data B Air performance

5
Supply 230 VAC
Frequency 50 Hz 400
< —
Current draw 0.85A =
: 300 -~
Power input 190 W
Speed 1500 min" o
Capacitor 4.0pF 200
Sound pressure level 60 dB g
Degree of protection P44 100 \\
Working temperature -30 ~ +60 °C
Insulation class F Lo
Impeller material galvanised 75 150 25 300 w7 450 [CFM]
sheet steel 0 » 150 300 450 600 750 [m*/h]
M Product drawing
Rotation 254 Rotation
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Bl Model No. F4E133-190S-AC00

AC Forward Curved Centrifugal Fan

ccccccccc

B Technical data

B Air performance

5
Supply 230 VAC
Frequency 50 Hz 400
Current draw 0.35A =
Power input 75W 300
Speed 1150 min” o
Capacitor 2.0upF 200
Sound pressure level 51dB g
. —
Degree of protection P44 100 —— o
Working temperature -30 ~ +60 °C T~
Insulation class F . C
Impeller material galvanised 75 150 25 300 w75 450 [CFM]
sheet steel 0 » 150 300 450 600 750 [m*/h]
M Product drawing
Rotation 254 Rotation
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| T
T T T
=
; =1

www.aflmotors.com @L

[125]



Bl Model No. F2E133-190S-TE20

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data

ErP

2015 ready ':

B Air performance

©
a

[in H,0]

Step | Step Il Step I
Supply 230 VAC 400 Seepd
< \
Frequency 50 Hz - — tep I —_
Current draw 110 A 0.90 A 0.80 A 300 —
Power input 250W  205W  T75W - B
Speed 1200 min™ 900 min? 700 min"
pee min min min 200 N N
Capacitor 4.0 pF o tep IlI \
Sound pressure level 58 dB 51dB 46 dB 100 \ \
Degree of protection P44 \
Working temperature -30 ~ +60 °C L° \
Insulation class F 7 150 225 300 s 450 [CPM]
Impeller material galvanised sheet steel o 150 300 450 600 750 [me/h]
B Product drawing
309.541
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rotation direction * \ -
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Bl Model No. F2E146-190S-AG00

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data B Air performance
a.

Supply 230 VAC

400
Frequency 50 Hz ~—

< F—
Current draw 12A =
Power input 250 W 300
Speed 1500 min" o
Capacitor 6.0pF 200 \
Sound pressure level 60 dB g
Degree of protection P44 100
Working temperature -30 ~ +60 °C
Insulation class F L°
Impeller material galvanised 75 150 25 300 7 250 525 [CFM]
sheet steel 0 4 150 300 450 600 750 900 [m3/h]
M Product drawing
Rotation Rotation
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Bl Model No. F4E146-190S-AEQQ

AC Forward Curved Centrifugal Fan

COMPLIANT

B Technical data B Air performance
= &
Supply 230 VAC
Frequency 50 Hz 400
Current draw 0.54 A *
Power input 100w 300
Speed 1320 min” o
Capacitor 3.0pF 200
Sound pressure level 52 dB g
Degree of protection P44 100 —
Working temperature -30 ~ +60 °C T
Insulation class F . c
Impeller material galvanised 75 150 25 300 7 250 525 [CFM]
sheet steel 0 4 150 300 450 600 750 900 [m3/h]

M Product drawing
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Bl Model No. F2E146-150S-TC10

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data B Air performance
a.
Step | Step Il Step lll
Supply 230 VAC 400
< \
Frequency 50 Hz - ~_ Step!
te
Current draw 043A  035A  030A 300 N P
Power input 105W 75W 58 W o st
t
Speed 1380 min" 1120 min" 880 min" 200 N
Capacitor 2.5 pF o
Sound pressure level 40 dB 35dB 29 dB 100 \ Steb Il \
Degree of protection P44
Working temperature -30 ~ +60 °C L° S~
rking peratur | | —_ ‘ \
Insulation class F 50 100 150 200 250 [CFM]
Impeller material galvanised sheet steel o 75 150 225 300 375 450 [me/h]
M Product drawing
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Bl Model No. F2E146-150S-TEOQO

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data B Air performance
5 >
Step | Step Il Step lll
Supply 230 VAC 600
Fr n Hz o~
C::::t :);aw 115 A 2?94 A 080A 40 N Step
Power input 250 W 205W 175W 0 ™ \
Speed 1120 min® 850 min? 650 min" 300 \\ Step I
Capacitor 4.0 pF o N N\
Sound pressure level 56 dB 49 dB 42 dB 150 J \\
Degree of protection P44 B Step il \
Working temperature -30 ~ +60 °C L° | | \ | \\ | | |
Insulation class F 75 150 22 300 375 450 [CFM]
Impeller material galvanised sheet steel o 150 300 450 600 750 [m’/hl

M Product drawing
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Bl Model No. F2E146-150S-TEOT

AC Backward Curved Centrifugal Fan

COMPLIANT

B Technical data B Air performance
g
Step | Step Il Step lll
600
Supply 230 VAC
Frequency 50 Hz N
450 o oT—ceianl
Current draw 118 A 0.96 A 0.82 A < ‘&K
. ~—
Power input 260 W 210 W 180 W 9
Speed 1370 min® 1030 min? 800 min" 300 NSt o
. N
Capacitor 6.0 pF o AN
Sound pressure level 60 dB 53dB 46 dB 150 \\ \ \
Degree of protection IP44 St EN \
Working temperature -30 ~ +60 °C L e \ \ \
Insulation class F 7 150 225 300 s 250 [CFM]
Impeller material galvanised sheet steel o 150 300 450 600 750 [m*/h]

M Product drawing
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Bl Model No. F2E146-151S-TEQO

AC Backward Curved Centrifugal Fan

. CE HAEP &
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B Technical data B Air performance

o
w I
& <

Step | Step Il Step lll .
Suppl 230 VAC v
Fi e 50 H 80 < T
requency z . ~ — Seas |
Current draw 110 A 095 A 0.75 A - N T~
. 360
Power input 235 W 195 W 165 W Step Il |\
Speed 1380 min™ 1030 min® 830 min" -
Capacitor 4.0 pF 240 \ AN
Sound pressure level 57 dB 48 dB 42 dB S \
120 < "
Degree of protection P44 >rep T
Working temperature -30 ~ +60 °C .° \\ \
Insulation class F 7 o 216 288 360 432 [CFM]
Impeller material PAG6 0 120 240 360 480 600 720 [m?/h]
M Product drawing
% 13411 23011.5 30
Y
—T7 ‘
W‘ rolation direction
in |
-— : o
23| i e B
~ - s ‘_: =
-
N
[ | =
= }7 <2 ‘ 4
oodl D
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2015 ready ':

B Technical data

Bl Model No. F4E180-185S-AL00

AC Backward Curved Centrifugal Fan

B Air performance

5
Supply 230 VAC \\
Frequenc 50 Hz °
quency 200
Current draw 0.92A
Power input 200W °
P ) 150 N
Speed 1250 min”
Capacitor 4.0 pF ° AN
Sound pressure level 63 dB 100 \
Degree of protection P44 5 °
Working temperature -30 ~ +60 °C \
Insulation class F L ° \
Impeller material galvanised 120 240 360 480 600 70 [chM)
sheet steel 0 » 2000 4000 6000 8000 10000 12000  [m?/h]
B Product drawing
27041
25041
127.3 222.6 262415 ]
% |
QS\/V <+
rotation direction < rotation direction
I P
32 S S
~ | —|
= gh‘u 1}
k4 + + =
\ S
13| 22541
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Bl Model No. A2D145S-5AN-AA00

AC Axial Fan

J E P REACH [V
[AEP BN e
oo 2015ready [UNEEY Verified

ccccccccc

B Technical data B Air performance
_ G
Supply 3x400 VAC N
Frequency 50 Hz 160 °
Current draw 015A .
Power input 50 W 0 °
Speed 2800 min" o I~
Capacitor - s ~
80
Sound pressure level 46 dB ~_
Degree of protection P44 40 s ~
Working temperature -30 ~ +60 °C .
Insulation class F LS
| | | ‘ N
Impeller material cold rolled steel 30 60 90 120 150 [CFM]
0 4 50 100 150 200 250 300 [m?/h]
M Product drawing
6613
4
h 5
1.5
N 05840.5
VAN
N
D
e
8 g D
= 5 D
7
H \ | %/
Suction
Direction of irflow"S"
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Bl Model No. A2D165S-5AN-AAQ0

AC Axial Fan

J E P REACH [V
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oo 2015ready [UNEEY Verified

ccccccccc

B Technical data B Air performance
= &
Supply 3x400 VAC o
Frequency 50 Hz 160 °
Current draw 015A .
Power input 50 W 120 °
Speed 2800 min" o~
Capacitor - s ~—
Sound pressure level 47 dB 80 T~
Degree of protection IP44 10 5 T~—
Working temperature -30 ~ +60 °C . ™~
Insulation class F . ° | | | | N
Impeller material cold rolled steel 30 60 90 120 150 [CFM]
0 4 50 100 150 200 250 300 [m?/h]

B Product drawing

6613
1 4-M4
’ Depth5
1.5
N 05840.5
S
D
o D
g S B
|| %
~ Suction
Direction of airflow"S"
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Bl Model No. A2E185S-7AN-AAJO

AC Axial Fan

COMPLIANT

2
N |LAB
A | Verified
M

B Technical data B Air performance
_ G
Supply 230 VAC N
Frequency 50 Hz °
160 A
Current draw 0.25A . \\
Power input 55W 120 °
Speed 2400 min" .
Capacitor 1.5 pF s
80
Sound pressure level 51dB N
Degree of protection P44 0 s
Working temperature -30 ~ +60 °C .
Insulation class F N s \
Impeller material cold rolled steel 7 150 25 300 375 [CFM]
0 4 120 240 360 480 600 720 [m?/h]
B Product drawing
4-M4
B ] Depthd
15 S\ —H—.
~ /G/ $
D . 058105
S o~ | 3 By
S g 8 =
(S
2 //
ﬁ T _’ | r
Suction
Direction of airflow"S" I
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Bl Model No. A2D185S-7AN-AAJO

AC Axial Fan

COMPLIANT

2
N |LAB
A | Verified
M

B Technical data B Air performance
= &
Supply 3x400 VAC o
Frequency 50 Hz 160 ° .
Current draw 015A . \\
Power input 55W 120 °
Speed 2400 min" .
Capacitor - s
Sound pressure level 51dB 80 N
Degree of protection P44 0 5
Working temperature -30 ~ +60 °C .
Insulation class F L° | | | | \
Impeller material cold rolled steel 75 150 225 300 375 [CFM]
0 4 120 240 360 480 600 720 [m?/h]

B Product drawing

4-M4
- _ Depthd
15 S\ ——
~ /G/ @
D . [ . 05840.5
5 g B =
=
2 T/
LJ Suction
Direction of airflow"S" I
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Bl Model No. A2D200S-7AN-AA00

AC Axial Fan

J E P REACH [V
[AEP BN e
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ccccccccc

B Technical data B Air performance
= &
Supply 3x400 VAC o
Frequency 50 Hz 160 °
Current draw 0.21A .
Power input 65W °
Speed 2300 min” 120 . \
Capacitor - s
Sound pressure level 53dB 80
Degree of protection P44 40 5
Working temperature -30 ~ +60 °C .
Insulation class F L°
Impeller material cold rolled steel 100 200 300 400 500 . [CFM]
0 4 150 300 450 600 750 900 [m?/h]

M Product drawing

673
1.5
— ‘._
N \
4|
L0 B o
S S \ D =)
(S D S
ANE
Y
‘% Suction

Direction of airflow"S"
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Bl Model No. A2D230S-5AN-ACJO

AC Axial Fan

¢ E P REACH [V
[AEP BN e
oo 2015ready [UNEEY Verified

ccccccccc

B Technical data B Air performance
a.
Supply 3x400 VAC N
F OH °
requency 50 Hz 160
Current draw 0.23A .
Power input 90 W 0 °
Speed 2700 min" . ~
Capacitor - s ~_
80
Sound pressure level 59 dB ~
Degree of protection P44 40 s I~
Working temperature -30 ~ +60 °C . N
Insulation class F LS
Impeller material cold rolled steel 120 240 360 280 600 720 [CFM]
0 4 200 400 600 800 100 1200 1400 [m?/h]
M Product drawing
1713
4-M4
Depthd
15 |
05810.5
~ ~ < P
S N \ S
8 8§ /
. \\
Suction
% Direction of airflows" Y
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Bl Model No. A2E200S-7DM-AAQ0

AC Axial Fan

Z ErP

COMPLIANT

B Technical data

2015 ready ':

2
N (LAB
A | Verified
M

5
Supply 230 VAC N
F H °

requency 50 Hz 160
Current draw 0.30A .
Power input 65W 120 °
Speed 2300 min” .
Capacitor 2.0 uF s

80
Sound pressure level 53dB
Degree of protection P44 0 s
Working temperature -30 ~ +60 °C .
Insulation class F LS
Impeller material cold rolled steel
0
B Product drawing
6541 2012
~
v
e
/
//
o
= |
2 T T m\\
S
\,
AN
AN
~

B Air performance

Suction

Direction of airflow"S"
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Bl Model No. A2E200S-7DM-AAQ0

AC Axial Fan

Z ErP

WV
R |LAB
2015 ready * > Verified

COMPLIANT

B Technical data

B Air performance

5
Supply 3x400 VAC N
Frequency 50 Hz 160 °
Current draw 0.60 A . \\
Power input 65W 120 °
Speed 2300 min” .
Capacitor 2.0 pF s
80
Sound pressure level 53dB
Degree of protection P44 0 s
Working temperature -30 ~ +60 °C .
Insulation class F LS \
Impeller material cold rolled steel 100 200 300 400 500 [CFM]
0 4 150 300 450 600 750 900 [m?/h]
B Product drawing
6511 2012
~
v
e
o
= e
2 11 A\
S
N
Suction
Direction of airflow"S"
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AC Axial Fan

COMPLIANT

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.30A
Power input 60 W
Speed 2550 min"
Capacitor 2.0 pF
Sound pressure level 58 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F

Impeller material cold rolled steel

B Product drawing

225
169.7

Bl Model No. A2E200S-7KN-AAJT

B Air performance

9,
T I
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TC:O 2(;0 360 460 560 [CFM]
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Bl Model No. A2D200S-7KN-AAJO

AC Axial Fan

COMPLIANT

B Technical data B Air performance
a.
Supply 3x400 VAC N
F 50 H °
requency z 60
Current draw 016 A . .
Power input 65W 120 °
Speed 2300 min” .
Capacitor - s
80
Sound pressure level 58 dB
Degree of protection P44 0 s
Working temperature -30 ~ +60 °C .
Insulation class F LS
Impeller material cold rolled steel 100 200 300 400 500 [CFM]
0 4 150 300 450 600 750 900 [m?/h]
B Product drawing
B0t

—

225
169.7

-

Suction
Direction of airflow"S"
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Bl Model No. A2E250S-5DM-ACO0

AC Axial Fan

Ve c E Z ErP tAB
RoHS 2015 ready KR Verifled

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.50 A
Power input 1Mow
Speed 2500 min”
Capacitor 3.0 pF
Sound pressure level 65 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F

Impeller material

cold rolled steel

M Product drawing

1 £
J

2112
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Suction

Direction of airflow"S"

B Air performance
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AC Axial Fan

Ve c E Z ErP tAB
RoHS 2015 ready KR Verifled

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 018 A
Power input 100 W
Speed 2500 min”
Capacitor -
Sound pressure level 65 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F

Impeller material

cold rolled steel

M Product drawing

1 £
J

2112

o oloooy”

Suction

Direction of airflow"S"

Bl Model No. A2D250S-5DM-AC00

B Air performance
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Bl Model No. A4E250S-7DM-ACO00

AC Axial Fan

Ve c E Z ErP tAB
RoHS 2015 ready KR Verifled

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.25A
Power input 50w
Speed 1400 min”
Capacitor 2.0 pF
Sound pressure level 53dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F

Impeller material

cold rolled steel

M Product drawing

1 £
J

2112

o oloooy”

Suction

Direction of airflow"S"

B Air performance
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AC Axial Fan

Ve c E Z ErP tAB
RoHS 2015 ready KR Verifled

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 018 A
Power input 50w
Speed 1400 min”
Capacitor -
Sound pressure level 53dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F

Impeller material

cold rolled steel

M Product drawing

1 £
J

2112

o oloooy”

Suction

Direction of airflow"S"

Bl Model No. A2D250S-5DM-AC00

B Air performance
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AC Axial Fan

M

COMPLIANT

ErP i
2015 ready N ..

COMPLIANCE

B Technical data

4
* Verified
* *
*

Bl Model No. A2E250S-5KN-ACJO

5.
'E‘ I
£ =
Suppl 230 VAC
upply 100 b
Frequency 50 Hz N R
Current draw 0.42 A 80 e R T T T T T O O e
. ~
Power input 90 W 5 U R SO N \ ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
Speed 2600 min” 60 | I S I
Capacitor 3.0 pF R R e s S S \ ——————————————————————————————————————————
Sound pressure level 66 dB 40 b \\ ————————————————————————
Degree of protection P44 T e e e e R \ """"""""""""""
Working temperature -30 ~ +60 °C 20 \ """""""""""
Insulation class F R0k Y N B \ """"""""
Impeller material cold rolled steel 200 400 600 800 1000 1200
0 » 300 600 900 1200 1500 1800 2100 [m?/h]
B Product drawing
28042
26310.5
s 802 2086405
Ze | 123405
% i i
%_9 o [ [
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o | 4 I
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Bl Model No. A2D250S-5KN-ACO00

AC Axial Fan

¢ E P REACH [Ev
[AErP B |G
ot 2015ready [UNEEY Verified

COMPLIANT

COMPLIANCE

B Technical data B Air performance
-
Supply 3x400 VAC 100
Frequency 50 Hz e
Current draw 0.20 A 20 L N ..—erp. °:424aaohh
Power input 100 W 5 U R SO N 3o O S S S U S O S N
Speed 2500 min” 60 | I I O
Capacitor - R R e s S S \ ————————————————————————————————————————————————————————
Sound pressure level 66 dB 40 b AN R B e e RS
Degree of protection P44 T e e e e R \ """""""""""""""""""""
Working temperature -30 ~ +60 °C 20 e N e
Insulation class F . § [ \\ """""""""""""""

Impeller material cold rolled steel 200 400 600 800 1000 1200 [CFM]
0 » 300 600 900 1200 1500 1800 2100 [m?/h]

M Product drawing

26012
263405
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Bl Model No. A4E250S-7KN-AC00

AC Axial Fan

¢ E P REACH [Ev
[FErP B |G
ot 2015ready [UNEEY Verified

COMPLIANT

COMPLIANCE

B Technical data B Air performance
=
Supply 230 VAC 100
Frequency 50 Hz e
Current draw 0.25A 20 Lo
Power input 50w S0 U TS T TR U TS S S S O O S S U N
Speed 1400 min” 60 N
Capacitor 2.0 pF T e e e e et S E
Sound pressure level 53dB A0 b
Degree of protection P44 e e e I
Working temperature -30 ~ +60 °C 20 e \\ """"""""""""""""""""""""""""""""""""
Insulation class F . - NGO T T
Impeller material cold rolled steel 200 200 600 800 1000 1200 [CFM]

0 » 300 600 900 1200 1500 1800 2100 [m?/h]

M Product drawing
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AC Axial Fan

M

COMPLIANT
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2015 ready N ..

COMPLIANCE

B Technical data

4
* Verified
* *
*

Bl Model No. A2E250S-7KN-AEJO

g
T I
£ =
Suppl 230 VAC
upply 100 b S
Frequency 50 Hz el N
Current draw 0.60 A 80
Power input 130 W SN SN SN SN RN S S
Speed 2700 min™ 60 N
Capacitor 4.0 pF N ———--
Sound pressure level 67 dB 40 b
Degree of protection P44 o T e e A
Working temperature -30 ~ +60 °C 20
Insulation class F R e
Impeller material cold rolled steel 200 400 600 800 1000
0 » 300 600 900 1200 1500 1800
B Product drawing
28012
26310.5
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Ze | 123405
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Bl Model No. A4E295S-5AN-ACSO

AC Axial Fan

COMPLIANT

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 0.30A
Power input 65W
Speed 1200 min"
Capacitor 2.0 pF
Sound pressure level 45dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material PA66

B Product drawing
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Bl Model No. A4E295S-5AN-AESO

AC Axial Fan

COMPLIANT

B Technical data

. CE [AErP S
RoHS 2015 ready ol

Supply 230 VAC
Frequency 50 Hz
Current draw 0.40 A
Power input 80 W
Speed 1400 min”
Capacitor 3.0 pF
Sound pressure level 48 dB
Degree of protection P44

Working temperature -30 ~ +60 °C

Insulation class F
Impeller material PA66
B Product drawing
1.5
8
Suction

Direction of airflow"S"

o
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AC Axial Fan

. CE [AErP S
RoHS 2015 ready ol

COMPLIANT

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 019 A
Power input 75W
Speed 1330 min”
Capacitor -
Sound pressure level 49 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F
Impeller material PA66

B Product drawing
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Bl Model No. A4E300S-5DM-AEQQ

AC Axial Fan
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ccccccccc

B Technical data B Air performance
= &
Supply 230 VAC .
Frequency 50 Hz 80 ° N
Current draw 0.42A "
Power input 90w ‘o °
Speed 1350 min” . ~
Capacitor 3.0 pF °
Sound pressure level 52 dB #0
Degree of protection P44 5
Working temperature -30 ~ +60 °C 20 .
Insulation class F L° \
Impeller material cold rolled steel 200 400 600 800 1000 [CFM]
0 4 300 600 900 1200 1500 1800 [m?/h]

B Product drawing
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Bl Model No. A4D300S-5DM-AEQQ

AC Axial Fan

Ve c E Z ErP tAB
RoHS 2015 ready KR Verifled

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 0.25A
Power input 90w
Speed 1380 min”
Capacitor -
Sound pressure level 52 dB
Degree of protection P44
Working temperature -30 ~ +60 °C
Insulation class F

Impeller material

cold rolled steel

M Product drawing

8041

3412

232112

Suction

B Air performance

Direction of airflow"S"
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Bl Model No. A2D300S-5BN-ANQO

AC Axial Fan

J E P REACH [V
[AEP BN e
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ccccccccc

B Technical data B Air performance
a.
Supply 3x400 VAC -
F 50 H -
requency z 200
Current draw 0.56 A "
Power input 270 W -
300
Speed 2750 min”
Capacitor - =
P 200 —
Sound pressure level 72 dB —~——
Degree of protection IP54 s
g P 100 B
Working temperature -30 ~ +60 °C
Insulation class F L°
Impeller material cold rolled steel 300 500 900 1200 1500 1800 [CFM]
0 4 500 1000 1500 2000 2500 3000 [m?/h]

M Product drawing
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Bl Model No. A2E300S-5BN-ANOO

AC Axial Fan
REACH
W 4 c E |~/| ErP poy (i
RoHS 2015 ready '.. by Verified
B Technical data B Air performance
)
Supply 230 VAC -
F 50 H -
requency z 200
Current draw 1.20 A .
Power input 270 W -
300
Speed 2750 min”
Capacitor 7.0 uF =
P 5 200 ~
Sound pressure level 72 dB —~——
Degree of protection P54 g
g P 100 I~
Working temperature -30 ~ +60 °C
Insulation class F . °
Impeller material cold rolled steel 300 500 900 1500 [CFM]
0 » 500 1000 1500 2500 [m3/h]
M Product drawing
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Bl Model No. A4E350S-5DM-ALOO

AC Axial Fan

ccccccccc

B Technical data B Air performance
a.

Supply 230 VAC . N

Frequency 50 Hz 20 °

Current draw 0.60 A . \

Power input 135W °

P 60 \
Speed 1380 min” .
Capacitor 3.0 pF s
P K 40 \
Sound pressure level 58 dB
Degree of protection IP54 S
20

Working temperature -30 ~ +60 °C .

Insulation class F L° \
Impeller material cold rolled steel 300 500 900 1200 1500 1800 [CFM]

0 4 500 1000 1500 2000 2500 3000 [m?/h]

M Product drawing
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Bl Model No. A4D350S-5DM-ALOO

AC Axial Fan

ccccccccc

B Technical data B Air performance
a.

Supply 3x400 VAC . N

Frequency 50 Hz 20 °

Current draw 0.30A . \

Power input 135W °

P 60 \
Speed 1360 min” .
Capacitor - s
P 40 \
Sound pressure level 58 dB
Degree of protection IP54 S
20

Working temperature -30 ~ +60 °C .

Insulation class F L° \
Impeller material cold rolled steel 300 500 900 1200 1500 1800 [CFM]

0 4 500 1000 1500 2000 2500 3000 [m?/h]

M Product drawing
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Bl Model No. A6E350S-5DM-ALOO

AC Axial Fan

ccccccccc

B Technical data

J E P REACH
P my |ias
oo 2015ready [UNEEY Verified

Supply 230 VAC
Frequency 50 Hz
Current draw 0.40 A
Power input 75W
Speed 950 min"!
Capacitor 3.0 pF
Sound pressure level 53dB
Degree of protection IP54

Working temperature -30 ~ +60 °C

Insulation class F

Impeller material cold rolled steel

M Product drawing

23504
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Direction of airflow"S"

B Air performance
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Bl Model No. A6D350S-5DM-ALOO

AC Axial Fan

J E P REACH [V
[AEP BN e
oo 2015ready [UNEEY Verified

ccccccccc

B Technical data B Air performance
= &
Supply 3x400 VAC .
Frequency 50 Hz 20 ¢
Current draw 0.29 A "
Power input 70 W ‘o °
Speed 920 min" .
Capacitor - s
Sound pressure level 53dB #0
Degree of protection IP54 20 5
Working temperature -30 ~ +60 °C .
Insulation class F L° \
Impeller material cold rolled steel 300 600 900 1200 1500 1800  [CFM]
0 4 500 1000 1500 2000 2500 3000 [m?/h]

M Product drawing
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Bl Model No. A4E400S-5DM-AMO0

AC Axial Fan

J E P REACH [V
[AEP BN e
oo 2015ready [UNEEY Verified

ccccccccc

B Technical data B Air performance
a.
Supply 230 VAC
Frequency 50 Hz 100 © ~
Current draw 090 A °
Power input 180 W
P 75 R \
Speed 1350 min” ©
Capacitor 6.0 pF
P K 50 & \
Sound pressure level 60 dB °
Degree of protection IP54
g i P 25 2 \
Working temperature -30 ~ +60 °C °
Insulation class F .
Impeller material cold rolled steel 900 1200 1500 1800 2100 2400 [CFM]
0 4 1500 2000 2500 3000 3500 4000 [m?/h]

B Product drawing
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Bl Model No. A4D400S-5DM-AMO00

AC Axial Fan

J E P REACH [V
[AEP BN e
oo 2015ready [UNEEY Verified

ccccccccc

B Technical data B Air performance
a.
Supply 3x400 VAC
Frequency 50 Hz 100 © ~
Current draw 0.50 A °
Power input 180 W
P 75 R \
Speed 1370 min” ©
Capacitor -
P 50 & N
Sound pressure level 60 dB °
Degree of protection IP54
g i P 25 2 \
Working temperature -30 ~ +60 °C °
Insulation class F .
Impeller material cold rolled steel 900 1200 1500 1800 2100 2400 [CFM]
0 4 1500 2000 2500 3000 3500 4000 [m?/h]

B Product drawing
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Bl Model No. AGE400S-5DM-AMO0

AC Axial Fan

J E P REACH [V
[AEP BN e
oo 2015ready [UNEEY Verified

ccccccccc

B Technical data B Air performance
= &
Supply 230 VAC
Frequency 50 Hz 100 g
Current draw 0.50 A ©
Power input 100w -
Speed 950 min"! °
Capacitor 4.0 uF
Sound pressure level 49 dB %0 8 >
Degree of protection IP54
Working temperature -30 ~ +60 °C > 8
Insulation class F N N\
Impeller material cold rolled steel 900 1200 1500 1800 2100 2400 [CFM]
0 4 1500 2000 2500 3000 3500 4000 [m?/h]

B Product drawing
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Bl Model No. A6D400S-5DM-AMO0

AC Axial Fan

J E P REACH [V
[AEP BN e
oo 2015ready [UNEEY Verified

ccccccccc

B Technical data B Air performance
= &
Supply 3x400 VAC
Frequency 50 Hz 100 g
Current draw 0.31A ©
Power input 100w -
Speed 930 min" °
Capacitor -
Sound pressure level 49 dB %0 8 >
Degree of protection IP54
Working temperature -30 ~ +60 °C > 8
Insulation class F N N\
Impeller material cold rolled steel 900 1200 1500 1800 2100 2400 [CFM]
0 4 1500 2000 2500 3000 3500 4000 [m?/h]

B Product drawing
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Bl Model No. A4E400S-5DM-ANOO

AC Axial Fan

Ve c E Z ErP tAB
RoHS 2015 ready KR Verifled

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 110 A
Power input 230 W
Speed 1350 min”
Capacitor 7.0 uF
Sound pressure level 62 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F

Impeller material

cold rolled steel

M Product drawing
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B Air performance
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Bl Model No. A4D400S-5DM-ANOO

AC Axial Fan
REACH [£7
ErP mm (Cis
gﬂﬁ c € z 2015 ready ':. : Verified
B Technical data B Air performance
a.
Supply 3x400 VAC N
Frequency 50 Hz 1003
Current draw 0.50 A N
Power input 230 W 7508
Speed 1350 min”
Capacitor - 50 S \
Sound pressure level 62 dB
Degree of protection IP54 25 o
Working temperature -30 ~ +60 °C ° \
Insulation class F - \
Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 [CPM]
0 4 1000 2000 3000 4000 5000 6000 [m?/h]
M Product drawing
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AC Axial Fan

Ve c E Z ErP tAB
RoHS 2015 reacy O Verified

B Technical data

Supply 230 VAC
Frequency 50 Hz
Current draw 1.50 A
Power input 300 W
Speed 1350 min”
Capacitor 8.0 pF
Sound pressure level 65 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F

Impeller material

cold rolled steel

M Product drawing

245242
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B Air performance
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AC Axial Fan

Ve c E Z ErP tAB
RoHS 2015 reacy Y Verified

B Technical data

Supply 3x400 VAC
Frequency 50 Hz
Current draw 0.65A
Power input 280 W
Speed 1370 min”
Capacitor -
Sound pressure level 65 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F

Impeller material

cold rolled steel

M Product drawing

245242
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B Air performance
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Bl Model No. A4E450S-5DM-ANOOQO

AC Axial Fan

v C€ [AErP jii [t
RoHS 2015 ready '.. '; Verified
B Technical data B Air performance
a.
Supply 230 VAC N
Frequency 50 Hz 1003
Current draw 110 A
Power input 250 W 7508
Speed 1350 min”
Capacitor 7.0 uF 50 § \
Sound pressure level 62 dB
Degree of protection IP54 25 o \
Working temperature -30 ~ +60 °C ° \
Insulation class F .
Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 [CPM]
0 4 1000 2000 3000 4000 5000 6000 [m?/h]
M Product drawing
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Bl Model No. A4D450S-5DM-ANOO

AC Axial Fan

W 4 c E |~/| ErP poy (i
RoHS 2015 ready '.. '; Verified
B Technical data B Air performance
a.
Supply 3x400 VAC N
Frequency 50 Hz 1003
Current draw 0.50 A
Power input 250 W 7508
Speed 1350 min”
Capacitor - 50 § \
Sound pressure level 62 dB
Degree of protection IP54 25 o \
Working temperature -30 ~ +60 °C ° \
Insulation class F .
Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 [CPM]
0 4 1000 2000 3000 4000 5000 6000 [m?/h]
M Product drawing
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=)
N\
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Bl Model No. A6E450S-5DM-ANOO

AC Axial Fan

¢ CE HEP i
RoHS 2015 ready ol

ccccccccc

B Technical data B Air performance
= &
Supply 230 VAC
Frequency 50 Hz 100§
Current draw 0.65A
Power input 135W 7508
Speed 920 min"
Capacitor 6.0 pF 50 &
Sound pressure level 56 dB \\
Degree of protection IP54 25 o
Working temperature -30 ~ +60 °C ° \
Insulation class F .
Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 [CFM]
0 4 1000 2000 3000 4000 5000 6000 [m?/h]

M Product drawing
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Bl Model No. A6D450S-5DM-ANOO

AC Axial Fan

ccccccccc

B Technical data
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B Air performance

\
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5.
Supply 230 VAC
Frequency 50 Hz 1003
Current draw 0.31A
Power input 135 W 7508
Speed 910 min”’
Capacitor - 50 g
Sound pressure level 56 dB \\
Degree of protection IP54 25 o
Working temperature -30 ~ +60 °C °
Insulation class F .
Impeller material cold rolled steel 600 1200
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M Product drawing
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Bl Model No. A4E450S-5DM-AS00

AC Axial Fan

J E P REACH [V
[AEP BN e
oo 2015ready [UNEEY Verified

ccccccccc
*oax

COMPLIANCE

B Technical data B Air performance
= T
Supply 230 VAC <
Frequency 50 Hz 160 § \
Current draw 220A
Power input 480 W 120 3
Speed 1350 min”
Capacitor 16.0 pF 80 8 \\
Sound pressure level 66 dB \
Degree of protection IP54 40 g
Working temperature -30 ~ +60 °C
Insulation class F . \

Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 4200 [CFM]
0 4 2000 3000 4000 5000 6000 7000 [m?/h]

M Product drawing
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Bl Model No. A4D450S-5DM-AS00

AC Axial Fan

ccccccccc

B Technical data

*oax

J E P REACH [V
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COMPLIANCE

Supply 3x400 VAC
Frequency 50 Hz
Current draw 115A
Power input 480 W
Speed 1350 min”
Capacitor -
Sound pressure level 66 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F

Impeller material

cold rolled steel

M Product drawing

Suction
Direction of airflow"s"
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B Air performance
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Bl Model No. A4E450S-5DM-AR0Q0O

AC Axial Fan

J E P REACH [V
[AEP BN e
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ccccccccc
*oax

COMPLIANCE

B Technical data B Air performance
g
Supply 230 VAC
Frequency 50 Hz 160§
Current draw 175A
Power input 380 W 120 3
Speed 1350 min”
Capacitor 10.0 pF 80 8
Sound pressure level 64 dB \
Degree of protection IP54 40 g
Working temperature -30 ~ +60 °C
Insulation class F - \\
Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 4200 [CPM]
0 4 2000 3000 4000 5000 6000 7000 [m?/h]
M Product drawing
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Bl Model No. A4D450S-5DM-AR0Q

AC Axial Fan

ccccccccc

B Technical data

*oax

J E P REACH [V
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COMPLIANCE

Supply 3x400 VAC
Frequency 50 Hz
Current draw 0.80 A
Power input 380 W
Speed 1350 min”
Capacitor -
Sound pressure level 64 dB
Degree of protection IP54
Working temperature -30 ~ +60 °C
Insulation class F

Impeller material

cold rolled steel

M Product drawing

Suction
Direction of airflow"s"
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B Air performance
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B Model No.

AC Axial Fan

ccccccccc

B Technical data

A4E500S5-5DM-AROO
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RoHS c € D 2015 ready |l L Verifie
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B Air performance

N\

= &
Supply 230 VAC
Frequency 50 Hz 120 2
Current draw 190 A
Power input 420 W 90 g
Speed 1320 min”
Capacitor 10.0 pF 60 gl
Sound pressure level 69 dB g
Degree of protection IP54 30 °
Working temperature -30 ~ +60 °C St
Insulation class F .
Impeller material cold rolled steel 600 1200

M Product drawing
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Bl Model No. A4D500S-5DM-ARQ0

AC Axial Fan

¥ CEHAEP i
RoHS D 2015 ready |l L Verifie
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B Technical data B Air performance
= &
Supply 3x400 VAC
Frequency 50 Hz 120 2 b
Current draw 090 A
Power input 420 W 90 g
Speed 1350 min”
Capacitor - 60 gl
Sound pressure level 69 dB o
Degree of protection IP54 30 ° \
Working temperature -30 ~ +60 °C St
Insulation class F .
Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 [CFM]

0 4 1000 2000 3000 4000 5000 6000 7000 [m?/h]

M Product drawing
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Bl Model No. AGE500S-5DM-AR0Q0

AC Axial Fan

¥ CEHAEP &
RoHS D 2015 ready |l L Verifie
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B Technical data B Air performance
= &
Supply 230 VAC
Frequency 50 Hz 120 2
Current draw 110 A
Power input 220 W 90 g
Speed 900 min”
Capacitor 6.0 pF 60 gl
Sound pressure level 65 dB S T~
Degree of protection IP54 30 ° T
Working temperature -30 ~ +60 °C St
Insulation class F . N
Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 [CFM]

0 4 1000 2000 3000 4000 5000 6000 7000 [m?/h]

M Product drawing
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Bl Model No. A6D500S-5DM-AR00

AC Axial Fan

4 v, ErP &
RoHS c € D 2015 ready |l L Verifie
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B Technical data B Air performance
= &
Supply 3x400 VAC
Frequency 50 Hz 120 2
Current draw 0.60 A
Power input 220 W 90 g
Speed 900 min”
Capacitor - 60 gl
Sound pressure level 65 dB g T~
Degree of protection IP54 30 ° T
Working temperature -30 ~ +60 °C St
Insulation class F . | | | N | |
Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 [CFM]

0 4 1000 2000 3000 4000 5000 6000 7000 [m?/h]

M Product drawing
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Bl Model No. A4E500S-5DM-AT00

AC Axial Fan

v c E v, ErP B
BolS D 2015ready [UNEEY Verified
P

ccccccccc

B Technical data B Air performance
= &
Supply 230 VAC
Frequency 50 Hz 120 s 1 \\ 777777777777777777777777777777777777777777777777777777
Current draw 3.8oA T \\ """""""""""""""""""""""""""""
Power input 800 W E O e e \\ """""""""""""""""""""
Speed 1320 min" \ ———————————————————————————————————
Capacitor 16.0 pF 60 g (SR ISR TN U SR M M N A N \ ,,,,,,,,,,,,,,,,,,,,,,,,,,,,
Sound pressure level 80 dB o \ 777777777777777777777
Degree of protection IP54 30 Lo \ 77777777777777
Working temperature -30 ~ +60 °C St
Insulation class F R R N N A I N
Impeller material cold rolled steel 1800 2400 3000 3600 4200 4800 5400 [CFM]

0 » 3000 4000 5000 6000 7000 8000 9000 [m?/h]

M Product drawing
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Bl Model No. A4D500S-5DM-ST0O

AC Axial Fan

W v, ErP po
RoHS c € D 2015 ready |l L Verifie
P
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B Technical data B Air performance
g,
A-connection Y-connection oo L x,,A::gn,n,e,c,t,i,Ql 7777777777777777777777777777777777777777777777777777777
Supply 3x400 VAC 3x400 VAC 2
Frequency 50 Hz 50Hz TR \\ """""""""""""""""""""""""""""
Current draw 1.50 A 090 A E O e e e R S e \\ """"""""""""""""""""""
Power input 750 W 500w i S e \ ———————————————————————————————————
s | "~ Y-connection
Speed 1350 min”’ 1000 min 60 © | S~

Capacitor - - S PO N S S \ S IS IS \ ,,,,,,,,,,,,,,,,,,,,,
Sound pressure level 80 dB 70 dB 30 L \ 7777777777777777777777777777 \\ 77777777777777

Degree of protection IP54 ST \

Working temperature -30 ~ +60 °C - \

Insulation class F 1800 2400 3000 3600 4200 4800 5400 [CFM]
I . 0 » 3000 4000 5000 6000 7000 8000 9000 [m3/h]
mpeller material cold rolled steel

M Product drawing
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Bl Model No. A4D500S-7EM-ATZ0

AC Axial Fan
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ccccccccc

B Technical data B Air performance
= &
Supply 3x400 VAC N
Frequency 50 Hz s
Current draw 1.65 A 160 . T
Power input 800 W °
Speed 1350 min” 120 .
Capacitor - s
Sound pressure level 80 dB 80 .
Degree of protection IP54 °
Working temperature -30 ~ +60 °C 0 .
Insulation class F .°
Impeller material cold rolled steel 1000 2000 3000 4000 5000 [CFM]
0 4 1500 3000 4500 6000 7500 9000 [m?/h]

B Product drawing
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Bl Model No. A4E550S-5DM-AS00

AC Axial Fan

W v, ErP po
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COMPLIANT

B Technical data B Air performance
.
Supply 230 VAC o
Frequency 50 Hz °
Current draw 250 A 160 il ™
Power input 550 W o
Speed 1320 min” 120 = \\
Capacitor 12.0 pF g A\
Sound pressure level 73 dB 80 o \
Degree of protection IP54 ©
Working temperature -30 ~ +60 °C 0 g \
Insulation class F . | | | | | | | \ |
Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 4200 4800 [CFM]

0 » 1000 2000 3000 4000 5000 6000 7000 8000 9000 [m3/h]

M Product drawing
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Bl Model No. A4D550S-5DM-AS00

AC Axial Fan

W v, ErP po
RoHS c € D 2015 ready |l L Verifie
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COMPLIANT

B Technical data B Air performance
a.
Supply 3x400 VAC 150 g
Frequency 50 Hz °
125 3 ™~
Current draw 110 A e
Power input 550 W °
100 &
Speed 1330 min” \\
Capacitor - 75 8 \
Sound pressure level 73 dB
pressure leve 50 2 \
Degree of protection IP54
Working temperature -30 ~ +60 °C 25 5 \
Insulation class F . \
Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 4200 4800 [CFM]

0 » 1000 2000 3000 4000 5000 6000 7000 8000 9000 [m3/h]

M Product drawing
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Bl Model No. AGE550S-5DM-AS00

AC Axial Fan

4 v, ErP &
RoHS c € D 2015 ready |l L Verifie
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COMPLIANT

B Technical data B Air performance
a.

Supply 230 VAC 150 g

Frequency 50 Hz °

Current draw 120 A 125 8

Power input 320W 100 %

Speed 900 min”

Capacitor 10.0 pF 75 8 <

Sound pressure level 62 dB

P 50 & ™

Degree of protection IP54

Working temperature -30 ~ +60 °C 25 5

Insulation class F - ™
Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 4200 4800 [CFM]

0 » 1000 2000 3000 4000 5000 6000 7000 8000 9000 [m3/h]

M Product drawing
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Bl Model No. A6D550S-5DM-ASO0

AC Axial Fan

4 v, ErP &
RoHS c € D 2015 ready |l L Verifie
.

COMPLIANT

B Technical data B Air performance
a.

Supply 3x400 VAC 150 g

Frequency 50 Hz °

Current draw 0.95 A 125 8

Power input 320W 100 ¢

Speed 910 min”’

Capacitor - 75 8 <

Sound pressure level 62 dB

pressure leve 5 & N

Degree of protection IP54

Working temperature -30 ~ +60 °C 25 5

Insulation class F - ™
Impeller material cold rolled steel 600 1200 1800 2400 3000 3600 4200 4800 [CFM]

0 » 1000 2000 3000 4000 5000 6000 7000 8000 9000 [m3/h]

M Product drawing
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Bl Model No. A4D600S-5DM-ATO00

AC Axial Fan
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COMPLIANT

B Technical data B Air performance
= &

Supply 3x400 VAC 150 g

Frequency 50 Hz °

Current draw 1.50 A 125 8

Power input 800 W 100 2

Speed 1350 min” ° \\

Capacitor - 75 3 N

Sound pressure level 73 dB -

Degree of protection IP54 0 s \

Working temperature -30 ~ +60 °C 25 5

Insulation class F - | | | | | | A\ N |
Impeller material cold rolled steel 2400 3000 3600 4200 4800 5400 6000 6600 [CFM]

0 » 4000 5000 6000 7000 8000 9000 10000 11000 12000 [m?3/h]
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AC Axial Fan
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B Technical data B Air performance
= &

Supply 230 VAC 150 g

Frequency 50 Hz °

Current draw 2.40 A 125 8

Power input 500 W 100 ¢ .

Speed 910 min”’ ° ~
Capacitor 12.0 pF 75 3

Sound pressure level 67 dB 50 2

Degree of protection IP54 °©

Working temperature -30 ~ +60 °C 25 5

Insulation class F .

Impeller material cold rolled steel 2400 3000 3600 4200 4800 5400 6000 6600 [CFM]

0 » 4000 5000 6000 7000 8000 9000 10000 11000 12000 [m?3/h]

M Product drawing
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COMPLIANT

B Technical data B Air performance
= &

Supply 3x400 VAC 150 g

Frequency 50 Hz °

Current draw 1.50 A 125 g

Power input 500 W 100 ¢ .

Speed 920 min” ° ~
Capacitor - 75 3

Sound pressure level 67 dB 50 &

Degree of protection IP54 °©

Working temperature -30 ~ +60 °C 25 5

Insulation class F .

Impeller material cold rolled steel 2400 3000 3600 4200 4800 5400 6000 6600 [CFM]

0 » 4000 5000 6000 7000 8000 9000 10000 11000 12000 [m?3/h]

M Product drawing
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AC Axial Fan
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COMPLIANT

B Technical data B Air performance
= &

Supply 3x400 VAC 150 o

Frequency 50 Hz °

Current draw 1.60 A 125 g

Power input 800 W 100 %

Speed 1350 min”

Capacitor - 75 3

Sound pressure level 75dB 50 &

Degree of protection IP54 °©

Working temperature -30 ~ +60 °C 25 5

Insulation class F . A
Impeller material cold rolled steel 2400 3000 3600 4200 4800 5400 6000 6600 [CFM]

0 » 4000 5000 6000 7000 8000 9000 10000 11000 12000 [m?3/h]
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Bl Model No. A6E630S-5DM-ATO0

AC Axial Fan
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B Technical data B Air performance

a.

Supply 230 VAC 150 g

Frequency 50 Hz °

Current draw 250 A 125 8

Power input 520 W ° —

100 % N

Speed 900 min”

Capacitor 12.0 pF 75 3 ™

Sound pressure level 67 dB 50 8

Degree of protection IP54 °

Working temperature -30 ~ +60 °C 25 5

Insulation class F - \\
Impeller material cold rolled steel 2400 3000 3600 4200 4800 5400 6000 6600 [CFM]

0 » 4000 5000 6000 7000 8000 9000 10000 11000 12000 [m?3/h]

M Product drawing
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Bl Model No. A6D630S-5DM-AT00

AC Axial Fan
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B Technical data B Air performance

a.

Supply 3x400 VAC 150 g

Frequency 50 Hz °

Current draw 140 A 125 8

Power input 520 W ° —

100 % N

Speed 900 min”

Capacitor - 75 3 ™

Sound pressure level 67 dB 50 8

Degree of protection IP54 °

Working temperature -30 ~ +60 °C 25 5

Insulation class F - \\
Impeller material cold rolled steel 2400 3000 3600 4200 4800 5400 6000 6600 [CFM]

0 » 4000 5000 6000 7000 8000 9000 10000 11000 12000 [m?3/h]

M Product drawing
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AC Axial Fan
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COMPLIANT

B Technical data B Air performance
_

Supply 230 VAC 150 g

Frequency 50 Hz °

Current draw 130 A 125 8

Power input 250 W 100 %

Speed 680 min"

Capacitor 6.0 pF 75 8

Sound pressure level 60 dB 50 2

Degree of protection IP54 °©

Working temperature -30 ~ +60 °C 25 5

Insulation class F - AN
Impeller material cold rolled steel 2400 3000 3600 4200 4800 5400 6000 6600 [CFM]

0 » 4000 5000 6000 7000 8000 9000 10000 11000 12000 [m?3/h]

M Product drawing
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AC Axial Fan
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B Technical data B Air performance
_

Supply 230 VAC 150 g

Frequency 50 Hz °

Current draw 0.70 A 125 g

Power input 250 W 100 %

Speed 680 min"

Capacitor - 75 3

Sound pressure level 60 dB 50 &

Degree of protection IP54 °©

Working temperature -30 ~ +60 °C 25 5

Insulation class F . AN
Impeller material cold rolled steel 2400 3000 3600 4200 4800 5400 6000 6600 [CFM]

0 » 4000 5000 6000 7000 8000 9000 10000 11000 12000 [m?3/h]

M Product drawing
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Bl Model No. A4D630S-7FM-SWFO

AC Axial Fan
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B Technical data

B Air performance

g
A-connection  Y-connection 280 - A-conhnection
Supply 3x400 VAC 3x400 VAC 240 °
Frequency 50 Hz 50 Hz 200 8
Current draw 3.00A 2.00A 5
S Y- i
Power input 1550 W 1250 W 160 eopnesen
Speed 1400 min” 1150 min”! 120 &
Capacitor - - -
Sound pressure level 76 dB 74 dB 80 <
Degree of protection IP54 40 S
Working temperature -30 ~ +60°C . AN
Insulation class F 1000 2000 3000 4000 5000 6000 7000 8000 [CFM]
Impeller material cold rolled steel 0 » 2000 4000 6000 8000 10000 12000 14000 16000[m?/h]
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Bl Model No. A6D710S-7DM-SWO00

B Air performance

-
g =
A-connection  Y-connection 150 @ Akconnection
Supply 3x400 VAC 3x400 VAC < B
Frequency 50 Hz 50 Hz 125 8 -~
Current draw 200A 1.40 A 100 2
Power input 1100 W 750 W ° Yrconnection \
Speed 900 min” 600 min” 75 8 N\
Capacitor - - 50 &
Sound pressure level 75 dB °©
Degree of protection P54 25 5 N \
Working temperature -30 ~ +60°C . | | | | | | | \
Insulation class F 1200 2400 3600 4800 6000 7200 8400 9600 [CFM]
0 » 2000 4000 6000 8000 10000 12000 14000 16000 18000[m?/h]

Impeller material cold rolled steel
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Bl Model No. ABD710S-7DM-SWO00

AC Axial Fan

v C€ [AErP jii [t
RoHS 2015 reacy DN Verified
B Technical data B Air performance
-
A-connection  Y-connection 150 o
Supply 3x400 VAC 3x400 VAC °
Frequency 50 Hz 50 Hz 125 8
Current draw 1.50 A 090 A 100 2 Acormection
Power input 700 W 450 W °
Speed 700 min” 600 min” 75 8 ot nec$
Capacitor - - 50 8 B ~
Sound pressure level 67 dB 65dB °©
Degree of protection IP54 25 5 \\\
Working temperature -30 ~ +60 °C - | | | | \ \ | | |
Insulation class F 1200 2400 3600 4800 6000 7200 8400 9600 [CFM]
Impeller material cold rolled steel 0 » 2000 4000 6000 8000 10000 12000 14000 16000 18000[m?/h]

M Product drawing
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AC Axial Fan
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B Technical data

B Air performance
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5
A-connection  Y-connection 150 < A-connectign
Supply 3x400VAC  3x400 VAC ° Y <]
Frequency 50 Hz 50 Hz 125 8 Y
Current draw 2.00A 140 A 100 ¢
Power input 100 W 750 W ° Y-conngction
Speed 900 min” 600 min 75 8
Capacitor - - 50 8
Sound pressure level 75dB 68 dB °
Degree of protection IP54 25 5 N
Working temperature -30 ~ +60 °C - \\ \
Insulation class F 1200 2400 3600 4800 6000 7200 8400 9600
Impeller material cold rolled steel 0 » 2000 4000 6000 8000 10000 12000 14000 16000 18000[m?*/h]
M Product drawing
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Bl Model No. ABD710S-7FM-SWO1

AC Axial Fan
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B Technical data

B Air performance
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g =
A-connection  Y-connection 150 <
Supply 3x400 VAC 3x400 VAC °
Frequency 50 Hz 50 Hz 125 8
Current draw 1.50 A 090A 100 % A-donmectio
Power input 700 W 450 W
Speed 700 min” 600 min” 75 8 Z¥=conn En
Capacitor - - 50 8 ~—
Sound pressure level 67 dB 65dB °
Degree of protection IP54 25 5 N
Working temperature -30 ~ +60°C - N \\
Insulation class F 1200 2400 3600 4800 6000 7200 8400 9600 [CFM]
Impeller material cold rolled steel 0 » 2000 4000 6000 8000 10000 12000 14000 16000 18000 [m?*/h]
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Bl Model No. A4D710S-7FM-SXFO

AC Axial Fan
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B Technical data B Air performance
g,
A-connection Y-connection 260 Sl N Akconnectiop | |||
Supply 3x400 VAC 3x400 VAC 240 e e e N e
Frequency 50 Hz 50 Hz 200 Sl i i i Yecopnegtion | | [N | | | | |
Current draw 460 A 2.00A U S S SO G NG R e SO SRR SRR SN O OSSO S S S
Power input 2550 W 1250 W 160 e e e R IN T
Speed 1380 min’ 1150 min” o S| T -
Capacitor - - S e N e .. b
Sound pressure level 85dB 80 dB 80 < T r T T I~ T IN
Degree of protection IP54 40 et N N
Working temperature -30 ~ +60 °C TR e A I e s et et N \
Insulation class F 1000 2000 3000 4000 5000 6000 7000 8000 9000 10000 [CFM]

I . 0 » 2000 4000 6000 8000 10000 12000 14000 16000 18000 20000[m?3/h]
mpeller material cold rolled steel
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Bl Model No. A6D800S-7DM-SX00

AC Axial Fan
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B Technical data B Air performance
-

A-connection Y-connection 150 g N o
Supply 3x400 VAC 3x400 VAC
Frequency 50 Hz 50 Hz 125 8 \
Current draw 370 A 230 A 100 2 { Yecontrection N
Power input 1850 W 1250 W ° N\
Speed 900 min” 700 min" 75 8 N
Capacitor - - 50 8 N ‘\
Sound pressure level 80 dB 77 dB ° L
Degree of protection IP54 25 5 \
Working temperature -30 ~ +60 °C - AN

Insulation class F 1800 3600 5400 7200 9000 10800 12600 14400 [CFM]
0 » 3000 6000 9000 12000 15000 18000 21000 24000 [m3/h]

Impeller material cold rolled steel
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Bl Model No. A6D800S-7FM-SXO01

AC Axial Fan
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B Technical data

B Air performance

_ g
A-connection Y-connection o
160 & A-connect| ion
Supply 3x400 VAC 3x400 VAC A
Frequency 50 Hz 50 Hz 3
Current draw 370A 230 A 1200 4 Y-connection
Power input 1850 W 1250 W °
Speed 900 min” 700 min” 80 3 AN
Capacitor - - - \ \
Sound pressure level 80 dB 77 dB 0 \ \
Degree of protection IP54 =8 \
Working temperature -30 ~ +60 °C . AN \
Insulation class F 2500 5000 7500 10000 12500 15000 17500 [CFM]
Impeller material cold rolled steel o >00 1000 1500 2000 2500 3000 [m?/h]
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B Electrical connections
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